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The ion storage ring, S-LSR has been constructed to study the beam cooling, especially for
the physics of the extreme cold ion beam. The magnetic rigidity is 1 Tm and the circumference
is 22.557 m. The lattice of the ring was designed to suppress the beam heating as small as
possible. The construction was completed in the summer of 2005 and the beam commissioning
using 7 MeV protons was started in October, 2005.
The electron cooler at S-LSR has an effective cooling length of 0.44 m (2 % of the cir-
cumference). The 7 MeV proton beam was successfully cooled in November, 2005. After the
improvements and the optimization of the electron cooler, the maximum cooling force of 0.12
eV/m is achieved with the electron energy of 3.8 keV and the electron current of 56 mA. The
estimated electron temperature is 25 µeV.
Since February, 2006, the one-dimensional ordering experiment of protons has been per-
formed using the electron cooling. The first proton ordering was successfully confirmed in
July, 2006. Abrupt drop in the momentum spread and the Schottky noise power have been
observed at a proton number of ∼2000 with electron currents of 25 mA, 50 mA and 100 mA.
The transition temperatures of the proton ordering are 0.17 meV and 1 meV in the longitudi-
nal and transverse direction, respectively. The transverse proton temperature is much below
the transverse electron temperature, which is the result of the magnetized electron cooling.
Below the transition, the longitudinal proton temperature is cooled down to 26 µeV, which
is close to the longitudinal electron temperature.
The transition temperature of the proton ordering is much lower than those of the highly
charged heavy ions at ESR because of the weak Coulomb interaction. Nevertheless, the
particle reflection model agrees well with the experimental result of the proton ordering. The
reflection probability of the proton at the transition is close to those of the heavy ions. It
shows that the one-dimensional ordering of the proton occurs by the same mechanism as the
highly charged heavy ions. The beam simulations using the molecular dynamics method also
agree well with the experimental results.
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Charged particle beams generated by accelerators are very powerful tools in many fields,
such as fundamental sciences, applied sciences, industrial and medical applications. Since
the applications of particle beams spread out widely, various kinds of beams are required.
Especially, a high quality beam with a small beam size and a small energy spread is preferable
in many cases.
A velocity of particle beams is usually very fast (close to speed of light) in the laboratory
frame. On the other hand, each particle has a small relative velocity in the particle rest
frame. This relative motion of particles creates a finite beam size and energy spread of the
beam. Usually, the beam quality is represented by the emittance, which is the phase space
volume occupied by the particles. It is also convenient to define the beam temperature T by







kBTx = m〈v2x〉, (1.2)
kBTy = m〈v2y〉, (1.3)
kBTs = m〈v2s〉, (1.4)
where kB is the Boltzmann constant and m is the mass of the particle.
√
〈v2〉 is the rms
velocity spread in the particle rest frame. The definition of the velocity components is shown
in Fig.1.1. Tx, Ty and Ts are the beam temperature components in the x, y and s directions,
respectively. The beam temperature also represents the beam quality. It is shown later that
the emittance is proportional to 〈v2〉 (see Eqs.(5.2, 5.8)).
A beam cooling is a method to improve a quality of beam stored in a circular accelerator.
The phase space volume occupied by the particles is constant in accelerators according to
the Liouville theorem. In order to break this restriction, the beam cooling introduces the
dissipative force to the beam. It enables the reduction of the relative velocity of particles
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Figure 1.1: Definition of the velocity components in the particle rest frame.
and compression of the phase space volume without particle loss. As the result, the beam
density is increased. It can be expressed that the beam cooling reduces the temperature of
the beam.
In electron and positron storage rings, an energy spread and a beam emittance are damped
by a synchrotron radiation. It is called “radiation damping” (not called “cooling”). The







where c is the speed of light, rc is the classical particle radius, ρ is the curvature radius of
the particle motion. Because the particles with higher energy radiate more power, the energy
spread is reduced. The radiation damping is a very strong tool to obtain the brilliant beam
for electrons and positrons. In the linear collider, a special damping ring will be inserted
between the linear accelerators to reduce the beam emittance.
However, even at very high energy (> TeV), ions are not so efficiently damped by the
radiation because of their heavy mass. An artificial dissipative force is necessary for the
ion beam cooling. Many people have challenged to this fascinating subject. The important
step was a proposal of an “electron cooling” by G. Budker in the 1960s for the cooling of
antiproton [1]. If hot ions and cold electrons overlap between each other and move with the
same velocity in some distance, the heat exchange occurs through the Coulomb interaction
and the hot ions are cooled. Figure 1.2 shows the illustration of this scheme. This idea was
verified at NAP-M in BINP, Novosibirsk [2]. Later, the cooling experiments were performed
at ICE in CERN [3] and at Test Ring in Fermilab [4].
A stochastic cooling was proposed by van der Meer around the same time [5]. It is based
on a beam feedback theory. In a standard beam feedback, the position of the beam center-of-
gravity is measured by a pickup and moved to the ideal orbit by a kicker. If the bandwidth of
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Figure 1.3: Principle of the transverse stochastic cooling.
the pickup and the kicker is infinite and a noise level in the feedback is zero, each particle in
the beam moves to the center and the emittance would be zero. Figure 1.3 shows the scheme
of the transverse stochastic cooling. In practice, the bandwidth and the noise level are finite,
only a group of the particles is manipulated in the stochastic cooling. The stochastic cooling
gave the successful result for the first antiproton cooling [6] and is widely used for the high
energy cooling now.
Laser cooling is a new cooling method in the field of the accelerator. It was originally
developed for ion trap. The frequency of the laser light is tuned near the transition of ions, for
example 280 nm for Mg+. In the accelerator, ions have a wide spread of the velocity, which
creates the frequency spread of the absorbed light due to the Doppler shift. If the frequency
of the copropagating laser light is swept, the ions get the momentum from the light and are
accelerated (see Fig.1.4). Finally, the energy spread is reduced. The important features of
the laser cooling are a low beam temperature and a high cooling rate.
There are also activities to develop new cooling methods. An ionization cooling for muons
is a hot topic now. It is a key device for a future neutrino factory and muon collider. The
verification experiments for the ionization cooling are prepared at some laboratories [7]. An
optical stochastic cooling is studied to extend the bandwidth of the stochastic cooling to the
optical region [8]. The applications for very high energy ions and for the damping ring of
electrons are proposed. The verification experiment using the low energy electron beam is
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Laser Light
vi vi vi
Figure 1.4: Change of the ion velocity distribution caused by the frequency sweep of the
copropagating laser.
prepared at MIT-Bates [9].
Now, the beam cooling has been used for many applications from the high energy physics
to low energy atomic, molecular physics. One important role of the cooling is to increase the
beam density. Especially, it is crucial in collider rings. Many efforts have been continued
for the high energy beam cooling. Recently, Fermilab succeeded the electron cooling of 8.9
GeV/c antiproton to increase the luminosity in Tevatron collider [10]. Another important
role is to increase the intensity of the beam. If the beam volume is compressed in the phase
space, a new beam can be injected into the empty space again. It was very successful for
the accumulation of antiprotons and it is used in many heavy ion cooler rings. A increase of
a beam lifetime is also important, especially for an internal target experiments. The beam
cooling suppresses the diffusion of the beam, which is induced by collisions with a internal
target and residual gas. Sometimes, an electron cooler is used as a tool for the atomic and
molecular physics, because electrons in the cooler cause atomic reactions with the circulating
ions. The dedicated electron cooler for this purpose is called “electron target” [11].
1.2 Ion Beam Ordering by Electron Cooling
The motivation of the study in this thesis is a realization of a high quality ion beam in an
accelerator, especially for protons. The ion beam cooling is a very strong tool but the quality
of the beam is limited by the equilibrium between the cooling rate and the heating (diffusion)
rate by the intrabeam scattering (IBS), which is the small angle Coulomb scattering between
ions. In other word, a zero-emittance beam is never realized as long as the IBS heating exists.
However, if a phase transition of the beam ordering occurs at a low temperature, the IBS is
suppressed and the beam heating decreases. In principle, the zero-emittance beam is possible
under this condition. Such phase transitions have been observed in cold plasma of electrons
and ions. The phase transition is a key concept to achieve the very high quality ion beam,
combined with the beam cooling.
In order to reach the transition temperature, the beam cooling is necessary, especially the
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lowest temperature is important. From this view point, the stochastic cooling is not suitable,
because it takes long cooling time to achieve the low temperature beam. For example, it
takes around 1000 seconds to reach the momentum spread of 1×10−4 (∼ 105 K) for 109
particles, [12]. The electron cooling is more suitable to generate the cold ions. The lowest
ion temperature is determined by the electron temperature itself, which is typically 1 K in
the longitudinal direction, but 1000 K in the transverse direction. The laser cooling is most
suitable to achieve the low temperature beam. The limitation of the temperature comes from
the random walk of the ions due to the absorption and the radiation of the light. It is around
1 mK for Mg+ beam. However, the specific ions with a electron are necessary for the laser
cooling and the proton beam cannot be cooled. The electron cooling is the only method for
protons.
Concerning this subjects, the important report was presented by V.V. Parkhomchuk at
the international conference on the electron cooling at Karlsruhe in 1984 (ECOOL84). This
conference was held to discuss the possibilities of the electron cooling in the nuclear and
atomic physics. Many new projects of the electron cooling were discussed there, such as
LEAR at CERN, ESR at GSI, CELSIUS at Uppsala, COSY at Ju¨lich, ASTRID at Aarhus,
CRYRING at Stockholm, TSR at MPI-Heidelberg, IUCF cooler at Indiana and TARN-II at
Tokyo [13, 14, 15]. His presentation about the NAP-M experiment received keen attention.
They achieved a very small momentum spread of 1.1×10−6 for the proton beam at the
stored current of 10µA and the momentum spread was constant below 10µA [16]. It is ruled
out by the intrabeam scattering (IBS) theory [17]. From the IBS theory, the momentum
spread of 1.1×10−6 is too small at this beam current (normally 10−4 − 10−5). Furthermore,
it is expected from the IBS theory that the momentum spread decreases according to the
reduction of the beam current, because the Coulomb collision between particles is reduced,
while the electron cooling rate is constant. The Schottky noise power from the protons also
decreased compared with the uncooled beam. He presented the interpretation that the cooled
proton beam started ordering and the particles were equally spaced in the ring. Therefore,
the intrabeam scattering was suppressed and the small momentum spread was achieved.
However, there was no clear indication of the phase transition of the beam ordering and
there have been discussions about the results of the proton ordering at NAP-M.
After the report from NAP-M, ordering experiments using electron cooling has been con-
tinued in other storage rings. The important achievement was reported by M. Steck at ESR
[18]. As in the case of NAP-M, the momentum spread of cooled Au79+ was measured with
reduction of the particle number. When the particle number reached 2000, the momentum
spread dropped abruptly from 5×10−6 to 5×10−7. The difference of this experiment from
NAP-M were a highly charged heavy ion and a very small particle number of 4000, while the
ion was the single charge proton and the particle number was 107 at NAP-M. This sudden
drop of the momentum spread was considered to be an indication of the phase transition of
ordering. After the experiments at ESR, similar transitions for highly charged heavy ions
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L ≈ 100 mm ρ ≈ 400 µm 
238 U92+
Figure 1.5: Illustration of the model of the one-dimensional beam ordering.
were found at CRYRING by H. Danared [19] and at SIS [20]. SIS is a high energy heavy ion
synchrotron at GSI and equipped with an electron cooler.
The well-known parameter to show the relation between the kinetic energy and the







where Ze is the ion charge, T is the beam temperature and d is the average inter-particle
distance. In order to align the ions with the same inter-particle distance in the ring, the
plasma parameter must be larger than 1. From the experimental data of U92+ at ESR, the
longitudinal temperature was 300 K and the average inter-particle distance was 100 mm.
The plasma parameter was only Γ ∼= 4× 10−3 below the jump of the momentum spread. It
suggests that the influence of the Coulomb interaction was very weak.
Concerning this phenomenon, many theoretical works were performed by analytical meth-
ods and by numerical simulations. R.W. Hasse proposed a particle reflection model [21].
When the beam is cooled down to a certain temperature with a low density, the particles
cannot pass through each other (or reflect) in the longitudinal direction due to the Coulomb
potential barrier. On the other hand, when the particles are far from each other, they move
freely in the longitudinal direction. Figure 1.5 shows an illustration of this model. The
transverse oscillation is a betatron one. Although the position of the particles is not fixed in
the particle rest frame and the inter-particle distance is not constant, they are confined in
the longitudinal direction. Therefore, the intrabeam scattering is suppressed. He calculated
the reflection probability in the longitudinal direction using Monte Carlo simulation. The
transition temperature at ESR coincides with the threshold value of the reflection. Now, it
is considered that this phenomenon is a string-like ordering and it is called “one-dimensional
beam ordering”.
The one-dimensional beam ordering of U92+, Pb55+, Au79+, Xe54+, Kr36+, Zn30+, Ni17+,
Ar18+ was found at ESR, SIS and CRYRING [18, 19, 22]. Recently, the ordering of C6+
1.3. ONE-DIMENSIONAL ORDERING OF PROTONS 11
was found at ESR, which was the lightest ordered ion [22]. However, the ordering of single
charged ions and lighter ions than carbon was not found.
1.3 One-dimensional Ordering of Protons
Since the NAP-M experiment, the ordering of protons has been a big question. The
ordering experiment of protons has been performed at COSY but the jump of the momentum
spread has not been observed [23]. The momentum spread became constant at 2×10−6 at
the proton number of 2×105.
Even if the phase transition of the proton ordering occurs, the lower transition temper-
ature is expected, because the Coulomb interaction of protons is much smaller than that of
the highly charged heavy ions, which is proportional to Z 2. For the proton ordering, the low
electron temperature in the cooler and the small heating in the ring are necessary. The high
stability of the cooler and the ring is also required. In other word, if the ordering of protons
is achieved, the ordering of most of ions would be possible, including antiprotons.
We have performed the experiment of the one-dimensional ordering of protons at Small-
Laser Storage Ring (S-LSR) at Institute for Chemical Research, Kyoto University [24]. S-LSR
is the first storage ring optimized for the high space charge beam. The lattice of the ring
is designed so that the betatron tune in a superperiod becomes as small as possible. It is
essentially important to avoid the resonance heating due to the space charge. It also has a
small magnetic field error and a stable power supply. As the results, the drift and the orbit
distortion are small, and the stopband of the resonance is also small. It is an advantage over
the existing cooler rings such as COSY. In the summer of 2006, we have succeeded to achieve
the proton ordering for the first time. This result is the main subject in this thesis.
1.4 Outline of Thesis
This thesis has six main chapters. Chapter 2 described the details of the design, the
construction and the commissioning of the ion storage ring, S-LSR. It is the first storage
ring, optimized for the high space charge beam. The related points are mainly described.
Chapter 3 introduces the electron cooler at S-LSR. For the beam ordering, the important
parameters are a cooling force and an electron temperature. The design and the measurement
are presented. Chapter 4 contains the beam monitors for the ordering experiment. The
beam properties, such as a particle number, a momentum spread and a beam size have to be
measured at 1000 protons. Because the beam signal is proportional to Z 2, it is much more
difficult than highly charged ions. The details of each monitor are presented. Chapter 5 shows
the experimental results of the proton ordering. The essence of the results was published in
Ref.[25]. The more details are described in this chapter. In Chapter 6, the comparisons of
the experimental results with the ordering model and the MD simulations are discussed. The
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comparison between the proton and the heavy ions and the relation between the ordered
beam and the crystalline beam are also discussed.
Chapter 2
Ion Storage Ring, S-LSR
A storage ring is a dedicated accelerator to store a charged particle beam for a certain
period. The ion storage ring, S-LSR stored 7 MeV proton beam for the electron cooling and
40 keV Mg+ beam for the laser cooling. It has been constructed to study a beam physics
and applications of cooled beams, especially the study of an extreme cold ion beam.
In order to obtain a cold ion beam, not only cooling devices, but also a storage ring
is very important, because the cooling is easily disturbed by the heating from the space
charge of the beam and the imperfection of the magnetic field in the ring. How to realize a
“non-heating” storage ring is a key issue for the S-LSR project. Major source of the beam
heating is a betatron resonance of the ring. Even if an initial betatron tune is far away from
resonances, a cooled beam crosses the resonance due to a space charge tune shift, because
it has a high space charge density. The details of the resonance and the space charge tune
shift are described in Appendix B.2 and C.1. S-LSR is the first ring to avoid the such kind
of effect by the lattice design of the ring. It is an essentially different point from the existing
ring. It is described in the first section in this chapter. A strength of a resonance heating and
a distortion of a beam orbit depend on field errors of the magnets. At S-LSR, many efforts
have been made in order to reduce the field error by a design and a construction method of
the magnets and the ring. After the brief review of the magnets, an alignment of the magnets
is described in the second section. The beam commissioning results are reported in the third
section.
A residual gas is also a heating source for the cooled beam. The vacuum system is out of
the scope of this thesis and the present status of the vacuum condition at S-LSR is described
in Ref.[26]. The average vacuum pressure in the ring was less than 1×10−8 Pa at the period
of the beam ordering experiment. It is expected from the beam simulation that the residual
gas heating is not crucial for 7 MeV protons at the present pressure level [27].
Most of the storage rings use only a magnetic field to bend and confine charged particle
beams but recently electrostatic storage rings were built in Aarhus University [28] and KEK
[29]. The electrostatic field is suitable for low energy heavy ions, especially for the heavy
molecules. S-LSR has a hybrid bending element, which applies the magnetic and electric
13
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field simultaneously. The details of the hybrid bending element is described in Ref.[30]. In
this thesis, I concentrate the results using only magnetic field.
2.1 Design of S-LSR
2.1.1 Necessary Conditions for Ring
At first, let us consider the ideal storage ring in this section without a magnetic field
error or a misalignment. In order to achieve a high density (high space charge) beam such
as a crystalline beam, some conditions are necessary for the ring. The crystalline beam is a
straightforward extension of an ion crystal in a trap, which was realized by a laser cooling
[31, 32]. The crystalline beam is briefly introduced in Appendix A. These necessary conditions
were found by the extensive analytical and MD simulation studies in Refs.[33, 34, 35, 36]. The
conditions depend on the particle density and the crystalline beam structure (see Fig.A.1),
1. One-dimensional ordered beam or string with low beam density,
2. String crystal with high beam density and a two-dimensional structure, such as zigzag
crystal,
3. A simple three-dimensional structure, such as a single shell crystal,
4. Complicated three-dimensional structure, such as two shell crystal and higher dimen-
sional crystal.
Concerning the one-dimensional ordered beam or string with low density (case 1), there is
no restriction of the betatron tune. Even after the deep cooling, the tune shift is small because
of the low beam density. However, it is found that there are some engineering requirements.
This kind of beam is a target of the electron cooling experiment and the requirements are
discussed in the following chapters.
In order to achieve the string crystal with high beam density or zigzag crystal (case 2),
the storage ring has to satisfy the so called “maintenance conditions” of a crystalline beam
[33].
• The beam energy is less than the transition energy, or,
γ < γt, (2.1)
where γ and γt are the Lorentz factors of the beam and the transition energy, respec-
tively. The definition of the transition energy is described in Appendix B.1.
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The first condition comes from a criterion of the stable horizontal motion of the crystal
under strong Coulomb interaction. The second condition was found by MD simulations at
first. Later, it was recognized as a linear resonance (a half integer resonance) condition. When
the beam density increases by the cooling, the betatron tune decreases from ν to 0, because
the focusing force by the external magnetic field is canceled by the strong space charge force
(see Appendix C.1). On the other hand, the coherent tune of the breathing mode decreases
from 2ν to
√
2ν (see Appendix C.2). The linear resonance condition is nNsp/2 (n =1, 2, 3
...), when the ring has Nsp-fold symmetry. If the coherent tune
√
2ν is less than the lowest
linear resonance Nsp/2 (n=1), the crystalline state is stable, because there is no resonance
between the crystalline beam and the lattice structure. Eq.(2.2) shows this relation.
In order to create a crystal which has a horizontal structure, such as a single shell (case
3), we have to cancel a shear force. It is schematically shown in Fig.2.1. The difference of
the angular velocity of each particle deforms the crystal structure and destroys it finally. It
is inevitable in the magnetic storage ring. At S-LSR, the electrostatic deflectors are installed
in the bending magnets in order to suppress the shear force [37]. This is out of the scope of
this thesis and the experiment is ongoing now.
For more complicated crystalline beam, a more strict condition is required in addition to
the above all conditions. Because the heating of the breathing mode becomes stronger, the
initial coherent tune 2ν must be less than the lowest linear resonance Nsp/2. In this case,
the coherent tune is always lower than the linear resonance during the cooling process. From
the condition of 2ν < Nsp/2,
Nsp > 4× νx,y. (2.3)
In summary, the storage ring must satisfy the conditions of the transition energy and the
betatron tune of Eqs.(2.1, 2.2, 2.3).
2.1.2 Lattice Design
From Eqs.(2.2, 2.3), a large number of the superperiod is preferable. On the other hand,
the ring diameter must be less than around 7 m, because the available space of the accelerator
room is 16 m × 8 m. It is also necessary that the length of a drift space in the ring is longer
than 1.5 m in order to install an electron cooler. Therefore, it is difficult to design the
ring with the superperiod of 8. Because the superperiod of 4 is too low symmetry, only the
superperiod of 6 is possible in the available space.
The design guideline of S-LSR is following.
1. The number of the superperiod is 6.
2. The diameter of the ring is around 7 m.
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Crystalline Beam
Shear Force
Figure 2.1: Illustration of a shear force. If the crystalline beam is bent by a magnetic field,
the angular velocity difference induces the beam heating.
3. The minimum horizontal and vertical betatron tune is less than 1.5 (=Nsp/4).
4. The length of the drift space is longer than 1.5 m.
In addition, the following conditions are also preferable,
1. Small chromaticity without correction for the beam with the large momentum spread.
2. Small and smooth variation of the β-function in the ring.
Figure 2.2(a) shows an example of the design candidate [38]. The average diameter is
6.28 m and the drift space is 1.5 m. The curvature of the bending magnet is 0.9 m. The
quadrupole magnet is a singlet with the length of 0.2 m. It is not a doublet, because there
is no space for one more quadrupole magnet. Fig.2.2(b), (c) and (d) shows twiss parameters
in one period. The twiss parameters are calculated by the program code MAD8 [39]. The
differences of three cases are bending magnets. They are a bending magnet with an edge
angle (b), a combined function bending magnet with n-value (c) and a bending magnet with
normal entrance (d). In the case of Fig.2.2(b) and (c), the horizontal and vertical focusing
are made by the bending magnets. The quadrupole magnets are used for the betatron tune
adjustment for the experiments. In the case of Fig.2.2(d), the horizontal focusing is made by
the radial focusing of the bending magnets and the vertical focusing is made by the quadrupole
magnets. The corresponding lattice parameters in three cases are shown in Table 2.1.
The betatron tunes are less than 1.5 in all design and they satisfy the above 6 conditions.
Especially, the twiss parameters are very smooth in Fig.2.2(c) compared with other two
design, because the focusing element is distributed in the bending magnets. The betatron
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Figure 2.2: Design example of S-LSR (a). The twiss parameters in one period are shown
with a bending magnet with an edge angle (b), a combined function bending magnet with
n-value (c) and a bending magnet with normal entrance (d).
tune is also smaller than others. In Fig.2.2(b), the vertical β-function changes abruptly at the
edge of the bending magnets, because the vertical focusing is concentrated at this position.
It might be not appropriate for the crystalline beam generation. The betatron tune is larger
than others in the case of the bending magnets with normal entrance.
From the comparison of the twiss parameters, the combined function magnet is attractive,
but we must minimize the deviation of the magnetic field to keep the symmetry of the lattice.
We will discuss this point in the next section. The combined function magnet is difficult to
fabricate with very high accuracy, compared with the standard bending magnets, because
the pole face is not flat and three-dimensional machining is necessary. Finally, the bending
magnet with normal entrance has been adopted.
When the final design of the electron cooler was fixed, the length of the drift space was
extended to 1.86 m. This space is necessary for the electron cooler to keep the effective
cooling length of around 0.5 m [40]. From the design study of the quadrupole magnet, the
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Table 2.1: Twiss parameters corresponding to the three cases in Fig.2.2(b), (c) and (d).
Case (b) Case (c) Case (d)
Type of BM Edge focus Combined function Normal entrance
Edge angle at BM 17.0 deg 0.0 deg 0.0 deg
Field gradient at BM 0.0 -0.66m−2 0.0 m
Circumference 19.45 m → →
Average diameter 6.19 m → →
Length of drift space 1.50 m → →
Field gradient of QM1 0.0m−2 → -1.9m−2
Field gradient of QM2 0.0m−2 → -1.9m−2
Min. Betatron tune (1.36, 1.36) (1.33, 1.32) (1.46, 1.45)
Chromaticity (-0.30, -0.29) (-3.9, 1.4) (-0.11, 1.27)
Max. β-function (3.3 m, 2.6 m) (2.9 m, 3.0 m) (3.8 m, 2.3 m)
Max. horizontal dispersion 2.0 m 1.9 m 2.1 m
Transition γ 1.24 1.27 1.23
length of the quadrupole magnets is determined to be 200 mm. The distance between the
bending magnets and the quadrupole magnet is also 200 mm [41]. The iron plate is installed
in this space in order to isolate the magnetic field and to avoid the magnetic field interference.
The geometry of one period is shown in Fig.2.3 in the final design. The drift space is
1.86 m and the curvature of the bending magnet is 1.05 m. The curvature of the bending
magnet is extended in order to reduce the radial focusing and the betatron tune. The twiss
parameters are shown in Fig.2.4 at the minimum betatron tunes of (1.45, 1.44). Table 2.2
shows the major parameters of S-LSR and Table 2.3 shows the lattice parameters at this
operating point.
2.1.3 Operating Point
Figure 2.5 shows a betatron tune diagram. The red area is a stable region of the final
lattice. The minimum betatron tune of (1.45, 1.44) is shown by the green circle. The
operating point which satisfies the condition of Eq.(2.3) is limited from 1.45 to 1.50. The
maintenance condition of Eq.(2.2) is satisfied in the wide area of the stable region. When the
excitations of QM1 and QM2 are equal, the betatron tune moves along the blue curve. The
lattice has mirror symmetry at the center of the drift space in this condition. In practice,
when the betatron tune is close to 3, the β-function becomes large and it is not acceptable.
The practical range of the betatron tunes is less than 2.5.
Besides the operating point of (1.45, 1.44), there are some operating points for experi-










Figure 2.3: Structure of a single period. The ring has 6-fold symmetry.
QM1 QM2
BM
Figure 2.4: Twiss parameters in one period at the operation point of (1.45, 1.44).
20 CHAPTER 2. ION STORAGE RING, S-LSR
Table 2.2: Major parameters of S-LSR and the magnets [42, 43].
Ring
Circumference 22.557 m
Average diameter 7.18 m
Length of drift space 1.86 m
Number of superperiod 6
Stored beam 7 MeV proton and 40 keV Mg+
Bending magnet
Number of Magnets 6
Curvature radius 1.05 m
Gap height 70 mm
Pole width 371 mm
Bending angle 60◦
Maximum field 0.95 T
Maximum current 650 A
Turn number of the coil 44 turns × 2 coils
Quadrupole magnet
Number of Magnets 12 (2 families)
Length 200 mm
Bore radius 70 mm
Maximum field gradient 5 T/m
Maximum current 350 A
Turn number of the coil 28 turn
Table 2.3: Lattice parameters at the operation points of the minimum betatron tune.
Lattice parameters
Field gradient of QM1 -1.59 m−2
Field gradient of QM2 -1.59 m−2
Betatron tune (1.45, 1.44)
Chromaticity (-0.10, 1.26)
Maximum β-function (4.33 m, 2.74 m)
Maximum horizontal dispersion 2.42 m
Transition γ 1.23















































Figure 2.5: Calculated betatron tune diagrams by MAD8. The red area is a stable region.
The green circle shows the minimum betatron tune of (1.45, 1.44). When the excitations of
QM1 and QM2 are equal, the betatron tune moves along the blue curve.
ments. The electron cooling experiment does not need the small betatron tune and the small
dispersion is preferable because the momentum spread of the injected beam is large. It is also
better that the operating point is far away from the coupling resonance of νx = νy, because
the cooling solenoid is a strong transverse coupling source. The standard operating point for
the electron cooling is (1.64. 1.20). The ordering experiment by the electron cooling was also
carried out at this operation point. Figure 2.6(a) shows the twiss parameters in one period at
this operation point. The horizontal dispersion becomes smaller but the vertical β-function
becomes larger.
The operating point of (2.07, 1.07) is used for a three-dimensional laser cooling. In the
storage ring, the laser cooling works only in the longitudinal direction, because there is not
enough interaction length in the transverse direction. In order to cool the ion beam in all
directions, a coupled cooling method was proposed [44]. When the synchrotron tune is 0.07,
the fractional parts of the three tunes coincide between each other and a strong coupling is
induced in three degree of freedom. The betatron tune is larger than 1.5 but still satisfies the
maintenance condition of the crystalline beam. Figure 2.6(b) shows the twiss parameters in
one period. The lattice does not have mirror symmetry and it is FODO lattice to increase
the horizontal tune.
Table 2.4 summarizes the lattice parameters at these operation points. The three op-
erating points are shown in Fig.2.7 with resonance lines. The solid lines are the integer
and half-integer resonances and the dotted lines show the third order resonances. The three
operation points are enough far from the resonance lines except for the coupling resonance.






Figure 2.6: Twiss parameters in one period at the operation point of (1.64. 1.20) (a) for the





































Figure 2.7: Three operating points and the resonance lines. The solid lines are the integer
and half-integer resonance and the dotted lines are the third order resonance.
2.2. RING MAGNETS AND MAGNET ALIGNMENT 23
Table 2.4: Lattice parameters at the two operation points for the electron cooling and for the
three-dimensional laser cooling.
Electron Cooling 3-D Laser Cooling
Betatron tune (1.64, 1.20) (2.07, 1.07)
Field gradient of QM1 -1.16 m−2 1.42 m−2
Field gradient of QM2 -1.16 m−2 -2.55 m−2
Chromaticity (-0.53, 0.74) (-1.21 -0.18)
Maximum β-function (3.96 m, 3.19 m) (4.20 m, 5.32 m)
Maximum horizontal dispersion 1.41 m 1.32 m
Transition γ 1.41 1.76
2.2 Ring Magnets and Magnet Alignment
2.2.1 Ring Magnets
Figure 2.8 shows a bending magnet and a quadrupole magnet for S-LSR. The important
issues of the magnets were,
• Small field deviation of the fundamental component among magnets,
• Small higher order (nonlinear) magnetic field components.
The fundamental component of the bending magnet is represented by B-L product, which is





The fundamental component of the quadrupole magnet is represented by G-L product, which
is defined by an integral of the field gradient along beam path. If the field deviation is large
among the magnets, the 6-fold symmetry is broken and the linear resonance becomes n/2, not
nNsp/2. This linear resonance induces a strong beam heating. The acceptable rms deviation
of the magnetic field is around 10−4 from the crystalline beam simulation [45].
The field deviation of the bending magnets also creates an orbit distortion of a particle.
A closed orbit of a particle exists in a circular accelerator but in practice, it does not coincide
with the ideal reference orbit due to the magnetic errors and the misalignment. The deviation
of the closed orbit from the reference orbit is called closed orbit distortion (COD). The small
COD is preferable for any accelerators, because the COD reduces the effective beam aperture.
It is more crucial in the cooler ring, because the overlapping between the ion beam and the
electron beam (for electron cooling) or a laser light (for laser cooling) is an essential condition
for the efficient cooling. For example, the electron cooling force as a function of an angle
24 CHAPTER 2. ION STORAGE RING, S-LSR
Figure 2.8: View of the bending magnet (left) and the quadrupole magnet (right).
between the ion and the electron beams is shown in Fig.3.13. The alignment accuracy of
0.1 mrad is necessary. The COD must be as small as possible and at least less than 1 mm.
Otherwise, it exceeds the range of the fine adjustment by the electron beam or the laser light.
If one bending magnet has a deviation of B-L product δ(BL), the horizontal COD, Xcod(s)








where βx(s) and βBM are the horizontal β-function at the position s and at the bending
magnet, respectively. Bρ is the magnetic rigidity and Φ(s) is the betatron phase. If the











where NBM is the number of the bending magnets (= 6). If the rms deviation of B-L product
is 10−4, the calculated COD is 0.33 mm. It is close to the limit of the tolerance, because
there are other sources of the COD. Therefore, the target value of the field deviation from
the COD is around 10−4.
In the discussion of coherent tune in the previous section, only the fundamental breathing
mode was considered without any imperfection of the magnets. In practice, many higher
modes exist in the particle motion. They are usually weak and it is possible to overcome by
the beam cooling. However, if there are strong nonlinear components of the magnetic field,
the corresponding higher order oscillation is resonated and disturbs the cooling. Therefore,
the higher order magnetic field components must be as small as possible,
In order to satisfy the above requirements, the bending magnets and the quadrupole
magnets were carefully designed by the three-dimensional magnetic field simulation code
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Cutting tool 
Rotating table
6 Upper yoke 
Figure 2.9: Machining of the six upper yokes of the bending magnets, which were fixed on
the machine table. The deviation of the gap height is reduced less than ±10 µm using a
simultaneous cutting.
(TOSCA) [46] and fabricated from block iron with high precision. Then, the magnetic field
of all magnets were measured by three Hall sensors (Group3 - MPT141) [47] and a shift
coil. The details of the design and the results of the field measurement were reported in
Refs.[30, 41, 42, 43]. Here, I note a fabrication method of the bending magnets. The error of















where g is the gap height of the magnet and L is the length of the magnet. If the tolerance
is 10−4, the tolerable deviation of the length (1.1 m) is 0.11 mm, but the tolerable deviation
of the gap height (70 mm) is only 7 µm. It is very difficult due to the variation of the
iron temperature and the condition of the machine tool. We have adopted the simultaneous
cutting method for the fabrication. Figure 2.9 shows the six upper yokes of the bending
magnets, which were fixed on the machine table. The six yokes were connected each other
and cut at the same time. The deviation of the gap height is less than 10 µm by this method.
The measured deviation of the B-L products among 6 bending magnets is shown in
Fig. 2.10 [30]. They are within ±3 × 10−4 and the rms deviation is 1.5×10−4. It is close
to the target value. The further correction of the deviation is made by the control of the
excitation current of the coils.











Serial Number of BM
Figure 2.10: Measured deviation of the B-L products among 6 bending magnets. The exci-
tation current is 275 A.
The deviation of the G-L products among 12 quadrupole magnets is shown in Fig. 2.11
[43]. The deviations in QM1 and QM2 families are within ±5×10−3 and ±2×10−3, respec-
tively. The rms deviation are 3×10−3 and 1×10−3, respectively. The correction of the G-L
product is possible by a correction coil of the quadrupole magnet, although the further study
is necessary, concerning the tolerance of the G-L product deviation at S-LSR.
2.2.2 Magnet Alignment
The precise alignment of the bending and the quadrupole magnets is also important
because of the same reason; the symmetry and the COD. The effect of the alignment error
on the lattice symmetry is not severe compared with the field deviation, because the length
of the superperiod is 3.76 m, while the alignment error is around 0.1 mm. The ratio is less
10−4. The COD is more severe for the alignment. Table 2.5 shows the evaluation results
of the COD for each alignment error. They are calculated in the same way as that of the
deviation of the B-L product. The COD by a single alignment error is calculated at first,
then the averaging over the magnets is taken and it is multiplied by the factor of
√
NBM or√
NQM , where NQM is the number of the quadrupole magnets (= 12). Table 2.5 suggests
the alignment error within 0.1 mm is necessary to achieve the total COD less than 1 mm.
Figure 2.12 shows a view of the alignment of the magnets. The position of the magnets was
measured by a laser tracker (LEICA, LTD800). It can measure three-dimensional coordinates
of the tracker target (see lower right photo in Fig.2.12) using a laser light. There are accurate
target holes on the magnets (three for BM, two for QM) to put the tracker target (see
Fig.2.12). The exact positions of the magnets in 3D coordinate can be calculated from the
position of the target holes. The precision of the measurement depends on the distance. For
the alignment of S-LSR, the laser tracker was located near the center of the ring and the








































Figure 2.11: Measured deviation of the G-L products in the QM1 family (a) and in the QM2
family (b).
Table 2.5: Evaluation of the COD induced by the magnetic field errors and the alignment
errors of the bending and quadrupole magnets. The mark of (H) means the horizontal COD
and (V) is the vertical one.
Bending manget
Error COD (mm)
B-L Product 10−4 0.33 (H)
Displacement in X-axis 0.1 mm 0.24 (H)
Displacement in Y-axis 0.1 mm 0.02 (H)
Displacement in Z-axis 0.1 mm 0.15 (V)
Rotation in X-axis 0.05 mrad 0.06 (H)
Rotation in Y-axis 0.1 mrad 0.15 (H)
Rotation in Z-axis 0.05 mrad 0.10 (H)
Quadrupole magnet
Error COD (mm)
G-L Product 10−3 0.0
Displacement in X-axis 0.1 mm 0.11 (H)
Displacement in Y-axis 0.1 mm 0.11 (H)
Displacement in Z-axis 0.1 mm 0.0
Rotation in X-axis 0.05 mrad 0.01 (H)
Rotation in Y-axis 0.1 mrad 0.02 (H)
Rotation in Z-axis 0.05 mrad 0.0







Figure 2.12: View of the alignment. The laser tracker and the precision level were located
near the center of the ring.
average distance between the tracker and the target was around 3.5 m. The precision was 40
µm in this condition. This was confirmed by the measurement of the known distance between
holes. The vertical level was measured by a precision level (Wild, N3). The reference surfaces
on the magnets were measured by the level. The measurement accuracy was 50 µm. The tilt
of the magnets was measured by a tiltmeter. The reference surface on the magnets was also
used for the measurement of the tilt. The accuracy of the tiltmeter was 20 µm/m.
The alignment of the magnets except for one bending magnet and two quadrupole magnets
was carried out in December, 2004. The alignment errors at all target holes were less than 0.1
mm and the errors of the tilt on all reference surfaces were less than 50 µm/m. One month
later (January, 2005), the alignment of the remaining magnets was made and the position
measurement was repeated by the laser tracker. Figure 2.13 shows a displacement of the
target holes. The average displacement of the magnet position is 0.2 mm and the direction
is toward the ring center. They are consistent with the expected thermal contraction of the
concrete with the temperature reduction of 4.5 ◦C. The maximum deviation from the ideal
contraction is 40 µm, which is comparable with the measurement error.
The final result of the alignment was shown in Fig.2.14. The histogram shows the align-
ment errors of the target holes on the magnets. There are 18 measured points for the bending
magnets and 24 points for the quadrupole magnets. The position errors of the 60 % target
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Figure 2.13: Displacement of the target holes between the measurements in December, 2004
and January, 2005. The length of the arrow is extended to 5000 times. They were measured
by the laser tracker. The average temperature difference was 4.5 ◦C.
holes were within ±50 µm and those of all holes were within ±100 µm. The tilts of the all
magnets were less than ±50 µm/m.
The calculated COD by MAD8 was shown in Fig.2.15 [48]. The measured alignment
errors and the measured deviation of B-L product of the bending magnets were included in
the calculation. The maximum CODs were 1.2 mm and 0.7 mm in the horizontal and the
vertical directions, respectively. The rms CODs were 0.4 mm and 0.4 mm in the horizontal
and vertical direction, respectively. The CODs at the electron cooling section (EC) and the
laser cooling section (LC) were within ±0.6 mm. It satisfies the design requirement.
2.3 Beam Commissioning
We had finished the construction of S-LSR in the summer of 2005. The view and the
layout of S-LSR are shown in Fig. 2.16 and Fig. 2.17. The first baking was carried out in
September, 2005, after installing the various equipments into the vacuum chamber. The
baking temperature was 200 ◦C and the top temperature period was 36 hours. Each vacuum
chamber of the bending magnet has two NEG pumps and the electron cooler has three NEG
pumps. The vacuum chambers at the straight sections are evacuated by the 8 sputter ion
pumps and the 5 Titanium sublimation pumps. The average vacuum pressure was about
1× 10−7 Pa in the beginning of October, 2005 and we started the beam commissioning using
the 7 MeV proton from the linac. After the successful accumulation of the proton beam, the






































































Figure 2.14: Alignment error of the position of the target holes on the bending magnets (3





















Figure 2.15: Calculated COD by MAD8 with the measured alignment error and deviation of
the B-L products of the bending magnets. The marks of EC and LC show the positions of
the electron cooling section and the laser cooling section.







Figure 2.16: Photo of the ion storage ring, S-LSR.
commissioning of the electron cooling was started from November, 2005. The results of the
electron cooling are described in the next chapter.
The lifetime of the proton beam was shown in Fig. 2.18. It was a stored beam current
measured by DC current transformer (DC-CT) with and without the electron beam cooling.
The average vacuum pressure was 2×10−8 Pa at this measurement. The lifetime without
cooling was 1400 sec, which was determined by the multiple scattering with the residual
gas. With the electron cooling, the multiple scattering was suppressed and the lifetime was
extended to 23000 sec. After the second baking in June, 2006, the average pressure became
around 1×10−8 Pa. The beam ordering experiments have been performed in this condition.
Although, the vacuum pressure is improved, the lifetime decreases to 17000 sec. It is supposed
that the lifetime is determined by the electron capture of the proton beam in the electron
cooler,
H+ + e− → H0. (2.9)
The alignment between the proton and electron beam is improved (see Section 3.3) and the
cross section of the electron capture is increased. The lifetime of 17000 sec is still enough
long for the experiments.
































Figure 2.18: Lifetime of the 7 MeV proton beam measured by DC-CT. The average vacuum
pressure was 2×10−8 Pa. The lifetime was 23000 sec and 1400 sec with and without the
electron cooling, respectively.
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2.3.1 COD and Twiss Parameter Measurement
The COD and the twiss parameters at S-LSR were measured using the 7 MeV proton
beam in order to confirm the accuracy of the magnetic field and the alignment. The precise
measurement is possible using the cooled proton beam, because it has a small emittance, a
small momentum spread and a long lifetime. The momentum spread was typically 2×10−4
and the beam size was 1.2 mm at the ion current of 30 µA. The betatron tune was (1.644,
1.209).
The beam position was measured by electrostatic pickups. The pickup electrode for the
position monitor is shown in Fig.2.19(a). It has four triangle plates with the length of 200
mm and the width of 100 mm. The vertical gap is 46 mm. The difference of the signal




















where Va, Vb, Vc and Vd are the pickup voltages from each electrode (see Fig.2.19(b)) Kx
and Ky is a constant coefficient, which was measured by the electric calibration. The details
of the monitor system are described in Ref.[49]. The measured COD is shown in Fig.2.20
along the longitudinal position. There are 8 position monitors in the ring. The maximum
CODs are 2.5 mm and 1.2 mm in the horizontal and vertical directions, respectively. The
rms values are 1.4 mm and 0.6 mm, respectively. The vertical COD is comparable with the
calculation but the horizontal COD is 3.5 times larger than the calculation and the polarity
of the maximum COD is opposite. It is considered that the difference mainly comes from a
compensation error of a toroid field. Toroid coils in the electron cooler are placed at s = 7.5
m and produce a vertical magnetic field component. They are not compensated completely
by steering magnets beside them. The COD at the electron cooling section is less than 1
mm in both directions and the beam-beam alignment is possible by the optimization of the
electron beam orbit (see Section 3.3).
The β-function was measured from a betatron tune shift by a change of a field gradient
of a quadruple magnet. The relation between the β-function and the betatron tune shift is







where δνx,y is the horizontal and vertical betatron tune shift, respectively. δ(GL) is the
change of the G-L product of the quadrupole magnet and Bρ is the magnetic rigidity. The
field gradient was changed using the correction coil in the quadrupole magnet. The betatron
tune was measured by the beam transfer function (BTF). Figure 2.21 shows the schematic
diagram for the BTF measurement. When the frequency of the RF kicker field resonates the















Figure 2.19: (a) View of the electrode for the beam position monitor. There are four triangle
plates for the position measurement. (b) Schematic view of the electrode. Each electrode is





















Figure 2.20: Measured closed orbit distortion in the ring. It was measured by the beam
position monitors using the electrostatic pickups.












Figure 2.21: Schematic diagram of the beam transfer function (BTF) measurement.
transverse betatron motion of the particle, the amplitude of the transverse oscillation grows
rapidly and can be detected by the pickup. One electrode of the position monitor is used as
a pickup. The betatron tune can be calculated from the resonance frequency. The accuracy
of the tune measurement depends on the width of the resonance. The measurement error of
the betatron tune is typically 10−4. Figure 2.22 shows the horizontal and vertical β-functions
measured at the quadrupole magnets, together with the calculation. The circles are measured
data and the lines are calculations by MAD8. Typically, when the field gradient is change by
5 %, the tune shift is around 0.003. The average β-function at the quadrupole magnets are
2.1 m and 3.0 m in the horizontal and vertical direction, respectively. The calculated ones
are 2.2 m and 3.2 m, respectively. The variation of the measured β-function in the ring is
within ±5 % in the both directions. It is comparable with the measurement error.
The horizontal dispersion function ηx gives the relation between the momentum deviation





where pi is the ion momentum. Under the electron cooling, the ion velocity is equal to the
electron velocity. If the electron energy Ee is shifted by δEe, the momentum of ion is also






The beam position shift was measured by the electrostatic position monitors and the electron
energy was controlled by the cathode potential of the cooler, which was changed by 0.1 %,
typically. The accuracy of the measurement depended on that of the position monitor.
Figure 2.23 shows the measured horizontal dispersion. The average dispersion was 1.5 m at
the position of the monitors, while the calculation by MAD8 was 1.6 m. The variation of the
dispersion function in the ring was within ±5 %. It was comparable with the measurement
error.















































Figure 2.23: Measured and calculated horizontal dispersion function in the ring, when the
betatron tune was (1.644, 1.209).
Chapter 3
Electron Cooling
An electron cooler is one of the most important devices for the one-dimensional order-
ing experiment. The electron cooler at S-LSR was designed by H. Fadil and produced by
TOSHIBA Corporation. The details of the design were reported in Ref.[40, 50]. For the
one-dimensional ordering, there are two important parameters. One is a limit of the cool-
ing temperature; the other is a cooling force. The ordering or the crystallization of ions is
a phase transition phenomenon. The cooling force must be enough large to overcome the
heating and reduce the beam temperature down to the transition point. The limit of the
cooling temperature must be lower than the transition temperature. If these two conditions
are satisfied, the phase transition is realized.
The basics of the electron temperature and the electron cooling force are described in the
first section. The electron cooler at S-LSR is briefly introduced in the second section and the
measurement results and the optimization of the cooler are reported in the third section.
3.1 Basics of Electron Cooling
3.1.1 Temperature of Cooled Beam
The principle of the electron cooling is very simple. Ions and electrons overlap and move
with the same velocity in the electron cooling device. If the electrons have no velocity spread,
the energy of ions in the particle rest frame, transfers to the electrons due to the Coulomb
collision. In practice, the electrons have a finite velocity spread (temperature) and the final
goal of the electron cooling is equilibrium state where the ion and the electron temperature
are equal,
kBTi = kBTe, (3.1)
where Ti and Te are the ion and the electron temperature, respectively. In other word, the
lowest temperature of the cooled ions is limited by the electron temperature. Therefore, the
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Figure 3.1: Schematic view of the electron cooler.



















the rms velocity spread in the particle rest frame of the ions and the electrons, respectively.
Because the mass of the electron is much smaller than that of the ion, the ion velocity spread
becomes very small.
Figure 3.1 shows the schematic view of the electron cooler. The thermal electrons are
emitted from the cathode with the temperature Tc. They are accelerated by the electrostatic
voltage Vc and moves with the ions in the same velocity v0. Finally, the electrons are decel-
erated in front of the collector and recovered. The electrons are guided by the solenoid field
from the gun to the collector in the cooler.
The electron temperature at the cathode is,
kBTc = kBTc‖ + kBTc⊥, (3.4)
where Tc‖ and Tc⊥ are the longitudinal and transverse electron temperature at the cathode,
respectively. The cathode temperature is 1150 K at the S-LSR cooler, which corresponds
to 0.1 eV. In the laboratory frame, the transverse temperature is not changed after the
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where kBT
∗
e⊥ is the transverse temperature in the laboratory frame and γ is the Lorentz factor.
Because the proton energy at S-LSR is 7 MeV, we use the non-relativistic approximation in
the following discussion.
In the early days, the transverse electron temperature was equal to the cathode temper-
ature. A method to decrease the transverse temperature was invented at CRYRING [51].
The electron makes a cyclotron motion along the solenoid field in the cooler. If the solenoid
field is gradually decreased, the transverse electron motion becomes slow and the transverse
temperature is decreased. This is called “adiabatic expansion”.









where B‖gun and B‖cool are the magnetic field in the electron gun and the cooling solenoid,





At the same time, the electron beam radius re increases,
re → re ×√αexp. (3.9)
On the other hand, the longitudinal electron temperature is drastically reduced by the







= eVc + kBTc‖. (3.10)













0 + kBTc‖, (3.11)
miv0δve ∼= kBTc‖, (3.12)









In practice, the higher longitudinal temperatures were reported in many coolers. Because
the electron beam is like a gas and the distance between electrons are fluctuated, the electrons
40 CHAPTER 3. ELECTRON COOLING
get a potential energy from the local electric field [52]. This situation arises near the electron
cathode before acceleration. If the acceleration is rapid and there is no relaxation, the
potential energy Ep causes the temperature rise.









where 〈le〉 is the mean electron distance. In many coolers, this term is larger than Eq.(3.14).













The electron cooling is the heat exchange between the ions and the electrons through the
Coulomb interaction. The cooling force can be calculated from the Coulomb collision theory.
The electron cooling without magnetic field is called “non-magnetized cooling”. This is not
realistic in the cooler but useful to understand the basic character of the electron cooling.







|~vi − ~ve|3 f(ve)d
3ve, (3.17)
where Lc is the Coulomb logarithm, f(ve) is the distribution function of the electron with the
velocity of ve, and ~vi and ~ve are the ion and electron velocity in the particle rest frame. From
this equation, the cooling force is proportional to the electron density ne. This was confirmed
in the electron cooler at S-LSR. Figure 3.2 shows a numerical example of the longitudinal
cooling force at the electron density of 107 e−/cm3. The longitudinal and transverse electron
temperatures are 0.1 meV and 10 meV, respectively. The shapes of the cooling force are much
different between the longitudinal and transverse directions because of the different electron
temperatures in the two directions.
The cooling force is proportional to the relative velocity, when |vi|  ve. This region is
called “linear region” and the cooling force can be written as,
F (vi) = −αcvi, (3.18)




where αc is a constant. Only this region is interesting for the ordering experiment, because
the ion temperature is very low. In the linear region, the cooling rate Γc can be calculated
from αc,
F (vi) = − αc
miγ
pi. (3.21)




























































































Figure 3.2: Numerical calculation of the longitudinal (a) and transverse (b) non-magnetized
cooling force. The electron density is 107 e−/cm3. The longitudinal and transverse electron
temperatures are 0.1 meV and 10 meV, respectively.






where ηc is the ratio of the effective length of the electron cooler to the circumference of the





When the strong magnetic field exists in the cooler, the electron motion is changed. The
electrons rotate around the magnetic field line with a cyclotron frequency fc and a Larmor
radius rL. If the impact parameter b is larger than the Larmor radius and the collision time
b/v is larger than 1/fc, the electron motion in the transverse direction is frozen for the ions.
This effect improves the imbalance of the electron temperature in the longitudinal and the
transverse direction and increases the cooling force. This is called “magnetized cooling”. The

























where δve‖ and δve⊥ are the longitudinal and the transverse rms velocity spread of the
electrons. L1 and L2 are constants. The first terms in both equations are smaller than the
























































































Figure 3.3: Numerical calculation of the longitudinal (a) and transverse (b) magnetized
cooling force. They are calculated by the program code BETACOOL [54]. The electron
density is 107 e−/cm3. The longitudinal and transverse electron temperatures are 0.1 meV
and 10 meV, respectively.
second terms because of δve‖ < δve⊥. Therefore, the longitudinal and the transverse cooling
forces have similar values. However, the calculation of the magnetized electron cooling uses
approximations and the calculated cooling forces are higher than the measurements in the
existing electron coolers.
Figure 3.3 shows a numerical example of the magnetized cooling force at the electron
density of 107 e−/cm3. The longitudinal and transverse electron temperatures are 0.1 meV
and 10 meV, respectively. The cooling force becomes larger by one order of magnitude than
the non-magnetized cooling force. The longitudinal cooling force has a maximum at the ion
velocity close to the rms electron velocity spread. In Fig.3.3, the maximum cooling force is
at 5000 m/sec, while the rms electron velocity spread is 4200 m/sec (0.1 meV). From this
relation, the electron temperature can be estimated.
3.2 Electron Cooler at S-LSR
Figure 3.4 shows the electron cooler at S-LSR. The electron cooler consists of an electron
gun section (up-right), two toroid sections (90 degree bend), a cooling solenoid (center) and
an electron collector (up-left). There is a solenoid field along the passage of the electron
beam. Table 3.1 shows the major parameters of the electron cooler. The maximum electron
energy is 5 keV and the operating energy is 3.8 keV for 7 MeV protons. The expansion
factor is 3 in the standard operation mode. The magnetic field around the electron gun is
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Figure 3.4: Photo of the electron cooler at S-LSR.
1.5 kGauss and it is 500 Gauss in the other sections. The cathode diameter is 30 mm and
the electron beam diameter at the cooling solenoid is 50 mm with the expansion factor of 3.
The length of the cooling solenoid is 800 mm, while the effective length of the cooling is 440
mm, which was determined from the magnetic field measurement.
The design issue of the electron cooler is a compactness to install in the short drift space
(1.86 m) at S-LSR. On the other hand, the long cooling length is necessary for the fast
cooling. In order to satisfy the contradictory requirements, various ideas are implemented
in the cooler. For example, electrostatic deflectors are installed in the toroid coils. It was
proposed at Indiana University and put into practical use by the BINP group to reduce
a secondary electron loss [55]. The beam loss is a serious problem in this cooler, because
the aperture of the electron beam is small due to the space limitation. The benefit of the
electrostatic deflector is demonstrated in the cooling experiment at S-LSR [56].
The design of the cooling solenoid coil is also important task. The magnetic field has
been calculated by the three-dimensional code, TOSCA [40]. Figure 3.6 is the calculation
model of TOSCA. The most important parameter is the transverse magnetic field in the
cooling solenoid. The electron moves around the magnetic field line and if there is a non-
homogeneous transverse field, the direction of the electron beam is changed and the electron
has a large transverse velocity to the ion beam. As the results, the ion beam is no longer
cooled in the transverse direction. The transverse field determines the effective cooling length.
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Figure 3.5: Cross section view of the electron cooler.
Table 3.1: Major parameters of the electron cooler at S-LSR.
Maximum Electron Energy 5 keV
Electron Energy for 7 MeV p+ 3.8 keV
Electron Beam Current 0.025-0.3 A
Gun Perveance 2.2 µP
Cathode Diameter 30 mm
Expansion Factor 1-3
Maximum Solenoid Field at Gun Section 1.5 kGauss
Maximum Solenoid Field at Cooler Section 0.5 kGauss
Toroid Angle 90 degree
Toroid Radius 0.25 m
Cooling Solenoid Length 0.8 m
Effective Cooling Length 0.44 m
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Figure 3.6: Calculation model of 3-dimensional electro-magnetic field code, TOSCA.
In the field simulation by TOSCA, the effective cooling length became 500 mm, where the
field flatness B⊥/B‖ was within±2×10−4. However, the field flatness of±2×10−4 corresponds
to the transverse field of ±0.1 Gauss. It is easily changed by the production error of the coil
and the leakage of the magnetic field. Therefore, we measured the magnetic field of the
cooling solenoid without vacuum chambers at National Institute for Radiological Sciences
(NIRS). The three Hall sensors (Group3 - MPT141) were used for the measurement. As the
result, the flat region was very small and the leakage field of the horizontal steering magnets
created the vertical magnetic field of 0.5 Gauss, which is shown in Fig.3.7(a).
In order to compensate the field, four fine correction coils and iron rings were installed (see
Fig.3.7(b)). The iron rings were attached to shunt the vertical magnetic field at the outside
of the coil. The fine correction coils created the vertical fields in the different positions,
which are shown in Figure 3.8. With the linear combination of the four coils, the magnetic
field in the cooling solenoid was optimized. Figure 3.7(a) shows the magnetic field after the
correction. The effective length became 440 mm with the field flatness of ±2×10−4.
After the installation of the vacuum chamber, the magnetic field of the cooling solenoid
was measured again. It was found that the magnetic field distribution was changed from
the previous measurement. The reason might be a reassembling of the toroid coils and an
effect of the vacuum chamber. The result of the field re-optimization by the correction coils
is shown in Fig.3.9. The effective cooling length is recovered to be 440 mm. The field flatness
in the horizontal and vertical directions are ±5×10−4 and ±2×10−4, respectively. The rms
deviations of the field flatness are 3×10−4 and 1×10−4, respectively. The horizontal field
cannot be optimized, because there is no horizontal correction coils in the cooling solenoid.




































Figure 3.7: Measured magnetic field in the cooling solenoid before and after the correction






























Figure 3.8: Vertical magnetic field created by four fine correction coils. The excitation current
is 1 A.































Effective length = 440 mm
+/-0.1 Gauss
+/-0.25 Gauss
Figure 3.9: Measured horizontal and vertical magnetic field in the cooling solenoid with
vacuum chamber. The vertical field was optimized again by the fine correction coils.
3.3 Optimization of Electron Cooling
In the commissioning of the electron cooling for 7 MeV protons, the cooling was succeeded
in the first day of the beam test. Figure 3.10 shows the momentum spread and the horizontal
profile of the cooled protons. The proton beam current was 50 µA, which corresponded to
2×108 particles in the ring. The electron current was 60 mA. The momentum spread was
measured by a Schottky noise monitor and the horizontal beam profile was measured by an
ionization residual gas monitor using a micro channel plate. The monitors are explained in
the next Chapter. The initial momentum spread of 4×10−3 was reduced to 2×10−4 after the
cooling. The initial beam size of 26 mm was reduced to 1.2 mm.
However, after the first beam cooling, it took almost a half year to optimize the cooling
and to improve the electron cooling device for the ordering experiment. The important points
were an alignment of the ion and electron beam and the stability of the electron energy.
3.3.1 Beam-Beam Alignment
As described in the previous section, the overlapping of the ion and the electron beam
is important for the electron cooling. Especially, the error of the angle between two beams
must be comparable with the magnetic field error of 10−4 (=0.1 mrad). The positions of the
ions and the electrons were measured at the entrance and exit of the cooling solenoid by the
electrostatic position monitors. The electron beam position was adjusted by the Helmholtz







































































































































Figure 3.10: Momentum spread (a) and a horizontal profile (b) of 7MeV protons before and
after the electron cooling. They are measured by a Schottky noise monitor and an ionization
residual gas monitor using a micro channel plate, respectively. The proton beam current was
50 µA and the electron current was 60 mA.
coils. However, the accuracy of the position monitor was only about 0.3 mm and it was not
enough. In addition, the vertical electron position at the monitors was not exactly same as
that in the cooling area, because of the variation of the magnetic field.
In the commissioning period of the electron cooling, the horizontal beam profile was used
for the beam-beam alignment. If the misalignment angle was large, the transverse cooling
force was decreased and the beam size was increased (see Eq.(3.25)). Figure 3.11 shows the
relation between the measured beam radius and the misalignment angle. The beam radius
was measured by the ionization residual gas monitor. The misalignment angle was created by
Helmholtz coils in the cooling solenoid. The beam size increased with the large misalignment
angle but it was constant within the misalignment angle of ±0.5 mrad. The minimum beam
radius of 0.25 mm was the limit of the monitor resolution and not a real beam radius. The
alignment with the accuracy of 0.1 mrad was difficult due to this resolution limit.
Finally, the longitudinal cooling force is used for the optimization of the beam-beam
alignment, because it has a correlation to the transverse electron velocity (see Eq.(3.24)). An
induction accelerator is used for the cooling force measurement. This scheme was developed
at TSR [57]. The schematic diagram is shown in Fig.3.12(a). The induction accelerator is
an iron core with a primary winding. The power supply provides the time-varying current.
The ion beam corresponds to a secondary winding and gets an induction voltage through the
time-varying magnetic flux. It can apply a constant acceleration or deceleration voltage on
the ion beam for a certain period. The energy gain of ions per a revolution is ZeUind, where
Uind is the constant induction voltage. When the induction voltage is applied on the cooled





























Figure 3.11: Relation between the measured rms beam radius and the misalignment angle.
The electron current of the cooler was 25.2 mA and 102 mA. The beam radius was measured
by the ionization monitor. The particle number is 107.
ions, the velocity of ions is shifted (see Fig.3.12(b)). In the equilibrium state,
ZeUind = F‖(v‖)LEC , (3.26)
where F‖(v‖) is the longitudinal cooling force and LEC is the effective length of the cooling.





Figure 3.13 shows the maximum longitudinal cooling force as a function of the horizontal
misalignment angle. The electron current was 25.2 mA. The artificial misalignment angle
was created by Helmholtz coils in the cooling solenoid. The cooling force is very sensitive to
the alignment angle and it is possible to make the alignment with the accuracy of 0.1 mrad.
3.3.2 Cooling Force
After the optimization of the beam-beam alignment, the longitudinal cooling force was
measured precisely. Figure 3.14(a) shows the cooling force at the electron current of 56 mA
(=4.9×106 e−/cm3). The cooling force was measured from the negative peak to the positive
peak. It has a maximum of 0.12 eV/m at the relative velocity of ±3500 m/sec. The linear
coefficient αc is 4.8×10−5eV s/m2 in the linear region. Figure 3.14(b) shows the electron
current dependence of the maximum cooling force. The cooling force is proportional to the
electron current except for 215 mA. It is supposed that the space charge of the electron beam
induces the heating above 215 mA.




Figure 3.12: (a) Schematic diagram of the induction accelerator. (b) Principle of the longi-



















Figure 3.13: Maximum longitudinal cooling force as a function of the misalignment angle. The
electron current of the cooler was 25.2 mA. They were measured by the induction accelerator.
The particle number is 107.




























































































Figure 3.14: (a) Cooling force with the electron current of 56 mA (4.9×106 e−/cm3) as a
function of the relative velocity. (b) The electron current dependence of the maximum cooling
force.
3.3.3 Electron Temperature
The transverse electron temperature Te⊥ is given by Eq.(3.8). When the cathode tem-
perature is 1150 K and the expansion factor is 3 at S-LSR, the calculated transverse electron
temperature is 34 meV. The longitudinal electron temperature Te‖ is given by Eq.(3.16).
When the electron energy is 3.8 keV and the electron current is 56 mA (=4.9×106 e−/cm3),
the first term in Eq.(3.16) is 1.3 µeV, the second is 24 µeV and the total calculated value
is 25 µeV. The calculated electron temperature is 20 µeV at the electron current of 25 mA
(2.2×106 e−/cm3).
Figure 3.15 shows the calculated longitudinal magnetized cooling force by the BETA-
COOL code at the electron current of 56 mA. The longitudinal and transverse electron
temperatures are 25 µeV and 34 meV, respectively. Although the longitudinal cooling force
is 10 times larger than the measured one, it has a maximum value at the ion velocity of
3500 m/sec. It agrees well with the measurement. It suggests that the longitudinal electron
temperature is close to the expected one.
3.3.4 Stability of Electron Energy
The electron energy is determined by the voltage of the cathode power supply (see Fig.3.1).
The ripple of the power supply induces the rise of the electron temperature. Figure 3.16(a)
shows the measured ripple voltage of the cathode power supply. The voltage divider with
the ratio of 1/500 was used for the measurement. The ripple voltage is ±0.4 V (p-p) and the
frequency is 60 Hz. The rms ripple voltage is 0.3 V. The cathode power supply itself does


























Figure 3.15: Calculation of the longitudinal magnetized cooling force. The electron current is
56 mA (4.9×106 e−/cm3) the longitudinal and transverse electron temperatures are 25 µeV
and 34 meV, respectively.
not have such a ripple voltage but the ripple mixed through the isolation transformer. If
there is the ripple voltage δV on the cathode, it causes the effective temperature rise. From















The electron temperature increased from 25 µeV to 60 µeV with the rms ripple voltage of
0.3 V.
































































Figure 3.16: Voltage ripple on the cathode without (a) and with RC filter (b).














Figure 3.17: Schematic diagram of the RF filter. The resistance of 3 kΩ and the capacitance
of 8 µF are inserted.
Fig.3.17. The capacitance C is 8 µF. It has an impedance of 330 Ω for 60 Hz component,
which was lower than other impedance. The resistance R was 3 kΩ and the RC time constant
is 6.6 Hz. It is higher than that of the feedback circuit of the cathode power supply to avoid
the anomalous oscillation. The ripple was reduced ten times by the filter (see Fig.3.16(b)).
The ripple voltage is less than ±0.04 V (p-p). The rms ripple voltage is less than 0.03 V,
which is smaller than the thermal energy (0.1 eV) on the cathode.
If the cathode power supply has a drift of the voltage ∆V in a measurement period, the
















In the ordering experiment, the minimum momentum spread was around 1×10−6 and the
typical averaging time of the momentum spread was a few minutes. The rms drift voltage
must be lower than 8 mV for a few minutes. In the early days of the experiment, the control
system of the cathode power supply had a large drift (around 400 mV/hour). It was improved
and the present drift is 80 mV/hour. It is almost tolerable for a few minutes measurement.
Chapter 4
Beam Monitors for Proton
Ordering
In the one-dimensional ordering experiment, a momentum spread and an emittance of
the cooled beam were measured as a function of a particle number. Since the typical particle
number at the ordering transition was expected to be some thousands from the cases of the
heavy ions, special beam diagnostics were necessary for such very low intensity, especially
for singly charged protons. It was one of the reasons why the ordering of protons was not
observed yet.
Four kinds of beam monitors were used for the measurements of three beam parameters.
• Particle number : Ionization residual gas monitor and a bunch signal monitor.
• Momentum spread : Schottky noise spectrum.
• Beam emittance : Beam scraper and an ionization residual gas monitor.
The particle number was measured by the two methods. One is an ionization residual gas
monitor and the other is a bunch signal monitor. The data of the ionization residual gas
monitor is used for the analysis. The bunch signal monitor is used for the check of the data.
The momentum spread was measured from the frequency spread of the Schottky noise





where β is the β-function at the monitors. The value of the β-function is calculated by
MAD8. The difference of the β-function between the calculation and the measurement is
within 10 % at the positions of the quadrupole magnets (see Fig.2.22). The beam size was
mainly measured by a beam scraper. When the beam size was larger than 0.1 mm, it was
also measured by an ionization residual gas monitor.
The total setup of the experiment is shown in Fig.4.1. The device controllers (Nichizou
Multi-Control Unit (MCU)) are attached to all power supplies for the magnets [58]. The
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Figure 4.1: Total setup of the ordering experiment.
stepping motor for the scraper is controlled by another device controller (Tsuji-densi PM3C-
05A-NT). They are connected each other though the Ethernet network and controlled by the
server computer. Two client computers were used for the experiments. One PC communi-
cated with the server computer and changed the parameters of the power supply and the
position of the beam scraper. The other PC collected the data from the beam monitors, such
as a Schottky noise monitor, bunch signal monitor, a DC-CT and an ionization residual gas
monitor.
The detail for each monitor is described in the following sections.
4.1 Particle Number Measurement
4.1.1 Ionization Residual Gas Monitor
An ionization residual gas monitor using a micro channel plate (MCP) was developed at
TSR [59]. A similar type of the monitor has been developed at S-LSR [49]. Figure 4.2(a)
shows the vacuum chamber for the ionization monitor and Fig.4.2(b) shows the assembly
of the electrode and the MCP. Figure 4.3 shows the scheme of the ionization residual gas
monitor. The residual gas ionized by the circulating protons drifts to an upper MCP along
an electrostatic field. The electric field is 1 kV/cm around the beam. The side electrode is
designed to form the uniform field. The voltage of -1.75 kV is applied on the top plate and
+3.25 kV on the bottom plate. The MCP is a Chevron type with the size of 15 mm × 100
mm. It has two layers and the gain of 107 with a voltage of 2 kV. It can detect a single ion.
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(a) (b)
Figure 4.2: Photo of the ionization residual gas monitor. The left is the vacuum chamber of
the monitor and the right is the assembly of the electrode and the MCP.
The block diagram of the signal processing for the ionization monitor is shown in Fig.4.4.
The timing difference between two signals from the RAE is measured by a time-to-amplitude
converter (TAC). This circuit is originally developed for the beam profile measurement, which
is discussed later. It is also convenient for the counting of the ion number, because a back-
ground event generated at the different point on the MCP or an electric noise in the signal
lines can be eliminated with the narrow timing window, which is typically 50 nsec.
The counting rate Nc can be estimated from the energy loss per unit length -dE/dz of

















where re is the classical radius of electron, βc is the velocity of the beam, N0 is the particle
number of the residual gas in a unit volume, I is the mean ionization energy, z and Z are
the charge numbers of the beam and the residual gas, respectively. The residual gas of more
than 95 % is hydrogen from the mass analysis [26]. The mean ionization energy I is 15.4 eV
and the average energy to create one ion-electron pair W is 37 eV for hydrogen [60]. The
calculated energy loss is 6×10−8 eV/m at the average vacuum pressure of 1× 10−8 Pa. The






where Lmcp is the effective length of the MCP in the longitudinal direction, η is the detection
efficiency, f0 is the revolution frequency and Np is the number of the particle in the ring.
The counting rate is proportional to the particle number and the coefficient is,
Nc = 4× 10−5 Np (count/sec), (4.4)









Figure 4.3: Scheme of the ionization residual gas monitor. The ionized residual gas drifts to



















Figure 4.4: Block diagram of the signal processing for the ionization residual gas monitor.
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Figure 4.5: Relation between the circulating particle number and the counting rate of the
ionization monitor. The particle number was calculated from the DC-CT.
where Lmcp is 15 mm, frev is 1.61 MHz and η is 1.0.
The absolute number of this coefficient was measured experimentally by a DC current
transformer (DC-CT, Bergoz-PCT) at a high intensity of the beam. Figure 4.5 shows the
relation between the counting rate and the particle number. The particle number is calculated
from the DC-CT. The counting rate is proportional to the stored particle number as expected.
The coefficient is,
Nc = 6.8× 10−5 Np (count/sec). (4.5)
It is supposed that the difference from the calculation mostly comes from the variation of the
vacuum pressure.
The most important parameter of the monitors at this experiment is the lowest limit of
the measurable particle number. It is determined by the competition between the signal
rate and the background rate. The advantage of this monitor is the low background using
discriminators and the TAC. The typical background rate is around 0.01 count/sec. From
Eq.(4.5), the minimum number becomes around 200 particles, but in practice, 500 particles
is the lowest limit in the measurement. The typical measurement time is 600 sec at a particle
number of 1000, which is enough short compared with the beam lifetime of 17000 sec.
The disadvantage of this monitor is that the counting rate depends on the vacuum pres-
sure. The independent measurement is necessary in order to avoid the effect of the uncon-
trollable change of the vacuum pressure.
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4.1.2 Bunch Signal Monitor
When the beam is bunched by the RF voltage, a electric signal is induced at the pickup
























where T0 and ω0 are the revolution time and the revolution frequency of the beam. The







where φ is the opening angle covered by the electrode, βc is the velocity of the ion, Lp is the










where R is the input impedance of the amplifier and C is the total capacitance in this system.




















The output voltage Vn is proportional to the particle number Np. If the coefficient is known,
the particle number can be calculated from the pickup voltage.
For the bunch signal monitor, two kinds of pickups are used. One is a position monitor
pickup. It is already shown in Fig.2.19. It has four triangle plates with the length of 20 cm.
One of the plates is used for the bunch signal monitor. The head amplifier is a SA-230F5
(NF Corporation). The input and output impedance is 50 Ω and the voltage gain is 200. The
bandwidth is 400 Hz to 140 MHz. The noise level of this amplifier is very low. The noise
figure is 0.6 dB and the input referred noise voltage is 0.25 nV/
√
Hz.
Another pickup is a helical type pickup. It was developed for the storage ring, TARN at
INS, Tokyo University [61]. Figure 4.7(a) shows the schematic view of the electrode. It is a














Figure 4.6: Relation between the circulating particles number and the measured voltage by
the position monitor pickup. The particle number was calculated from the DC-CT.
traveling-wave type electrode and the phase velocity of the electric signal coincides with the
ion velocity (7 MeV proton) in order to increase the signal amplitude. The geometry of the
electrode satisfies the relation,
2β(Lw + Lh) = Lp, (4.13)
where the dimensions of Lw, Lh and Lp are shown in Fig.4.7(a). The turn number of the
electrode is 11.5. Figure 4.7(b) shows the photo of the helical electrode. The helical type
pickup is more sensitive than the position monitor pickup and suitable for the small particle
number measurement. Figure 4.8 shows the block diagram of the electric circuit for the helical
type pickup. The helical type pickup can be considered as a long strip line. The one end is
connected to the amplifier and the terminator is attached on the other end. The amplifier is
a SA-230F5, which is the same amplifier as that of the position monitor pickup.
The absolute number of the particle was calibrated using the DC-CT. Figure 4.9 shows
the relation between the particle number and the measured voltage from the position monitor
pickup. The particle number was calculated from the DC-CT output. The pickup voltage
Vp was measured by the spectrum analyzer (Agilent 4395A). The measured frequency is 3.22
MHz, which is the second harmonic. The first harmonic of 1.61 MHz cannot be used with
the small particle number, because the leakage of RF signal from the RF cavity is mixed.
The fitted result is,
Vp = 8.0 × 10−8Np (mV ). (4.14)
The calculated coefficient from Eq.(4.12) is 7×10−8 mV/particle. The measurement is con-
sistent with the calculation.
The difference of the sensitivity between the position monitor pickup and the helical type
pickup is 35.4 dB at the same beam intensity. The output voltage of the helical type pickup
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Figure 4.8: Block diagram of the electric circuit for the helical type pickup.
Vh is,
Vh = 4.7× 10−6Np (mV ). (4.15)
The background level of the spectrum analyzer is -116 dBm, which corresponded to 0.3
µV. The minimum measurable numbers are 10000 and 200 by the position monitor pickup
and the helical type pickup, respectively.
4.1.3 Comparison of the Measurements
Table 4.1 shows the list of the above measurement methods and the minimum measurable
particle number. Figure 4.10 shows a comparison of the ionization monitor and the bunch
signal monitor. The horizontal axis is the particle number measured by the ionization monitor
from Eq.(4.5). The vertical axis is the particle number measured by the bunch signal monitor
from Eq.(4.14, 4.15). The position monitor pickup was used at the high intensity and the
helical type pickup was used at the low intensity. The results of the two methods agree within
±10 % from 1× 108 to 500 protons.
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Figure 4.9: Relation between the circulating particles number and the measured voltage by
the position monitor pickup. The particle number was calculated from the DC-CT.
Table 4.1: Comparison of the methods for the particle number measurement.
Method Minimum Particle Number
DC-CT 107
Residual gas monitor 500
Position monitor pickup 10000
Helical type pickup 200






























Particle Number by Ionization Monitor
Figure 4.10: Comparison of the particle number measured by the ionization monitor and the
bunch signal monitor. The position monitor pickup was used at the high intensity and the
helical type pickup was used at the low intensity.
4.2 Momentum Spread Measurement
4.2.1 Basics of Schottky Noise
In the ordering experiments, the ion beam is coasting without RF bunching. The momen-
tum spread of the protons is measured from the Schottky noise spectrum. Let us consider a
single particle circulating in the ring. The beam signal is observed by a beam pickup. The
schematic view of the observed signal is shown in Fig. 4.11 in the time domain (a) and in the
frequency domain (b), where Trev and frev are the revolution time and frequency, respectively.




δ (2pifrevt− 2pin) . (4.16)
In the frequency domain




For N particle with the same revolution frequency and the random phase, the Schottky noise
power of n-th harmonic Pn is



















Figure 4.11: Signal from a single particle in the time domain (a) and in the frequency domain
(b) [62].
where R is the input impedance of the amplifier. This equation shows that the Schottky
noise power is proportional to the particle number. If the particle have a different revolution
frequency,
δf = −nf0η δp
p
, (4.20)
where f0 is the revolution frequency of the reference particle and η is given by the following









Using this relation, the momentum spread can be measured from the frequency spread of the
Schottky noise spectrum.
4.2.2 Schottky Noise Spectrum
The Schottky noise power is proportional to the particle number from Eq.(4.19), while
the power of the bunch single is proportional to square of the particle number from Eq.(4.12).
Therefore, the Schottky noise power is smaller than the bunch signal and only the helical
type pickup is used for the Schottky noise measurement because of its high sensitivity.
Figure 4.12 shows Schottky noise spectra of the cooled proton beam. The particle num-
ber was 9×107 (a) and 1×107 (b). The center frequency was 48.3 MHz, which was the 30th
harmonic of the revolution frequency (1.61 MHz). The harmonic is determined to maximize
the signal to noise ratio. When the particle number is larger than 1×107, the density mod-
ulation is induced in the velocity space due to the collective effect [63]. Two peaks appears
in the Schottky noise spectrum (see Fig.4.12a). In order to extract the information of the
momentum spread from this spectrum, we have to introduce a model of the instability (beam





























































Figure 4.12: Schottky noise spectrum of the cooled proton beam with the particle number of
9×107 (a) and 1×107 (b).
impedance) and the results depend on the accuracy of the model. In the ordering experi-
ments, the momentum spread was measured at less than 1×107 particles, because the high
intensity beam was not interesting for the ordering.
The frequency spread is defined as 1σ of the fitted Gaussian function on the measured
spectrum. It is 1.5×103 Hz at the spectrum (b), which corresponds to the momentum spread
of 6.2×10−5 from Eq.(4.20).
4.2.3 Limit of Schottky Noise Measurement
The Schottky power PSchottky is defined by the integral of the Schottky noise spectrum.




where PS is the Schottky peak power and σf is the rms frequency spread of the Schottky
noise spectrum. Because PSchottky ∝ Np and σf ∝ N0.3p (see Section 5.2.1), the Schottky peak
power is proportional to N 0.7p , where Np is the particle number. At Fig.4.12(b), the peak
power corresponds to -92 dBm at the particle number of 107. The Schottky peak power PS
can be written empirically,






When the particle number is 103 and 104, the expected Schottky peak power is -120 dBm
and -113 dBm, respectively.
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On the other hand, the noise power PN is,
PN =
∫ (








where VA is the input referred noise voltage of the amplifier. VR and VS are the thermal noise
voltage of the terminator and the helical type pickup. R is the characteristic impedance of
50 Ω and F (f) is the filter function of the spectrum analyzer (Rohde & Schwarz - FSEA),
which is determined by the resolution band width (RBW). For the Schottky measurement,
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where ∆f is the RBW and the α is the constant of 1.03, which was measured using a single
frequency signal from a signal generator. Each noise voltage was measured in the following
way. When the short plug was attached on the amplifier without helical type pickup, the
value of VA was measured. The sum of the VA and VS was measured with the helical type
pickup and the short plug and the sum of the VA,VS and VR was measured with the helical
type pickup and the terminator.
Table 4.2 shows the measured values for each components. The input referred noise
voltage of the amplifier was 0.18 nV/
√
Hz, while the catalog specification was 0.25 nV/
√
Hz.
The noise of the helical type pickup itself was smaller than others. The thermal noise of 50
Ω terminator was 0.66 nV/
√





where B is the band width and R is the resistance. It is 0.91 nV/
√
Hz at the temperature
of 300 K. The measured one is about 70 % of this calculation but the terminator was the
largest noise source.
The amplifier terminator is a trick to reduce this noise. If the input referred noise voltage
of the amplifier is smaller than the thermal noise of 50Ω, the amplifier is the better termina-
tion. When the same type of the amplifier was attached instead of the resistive terminator,
it became 0.36 nV/
√
Hz. It attained the 44 % reduction of the noise voltage. The total
input noise voltage of the amplifier was 0.43 nV/
√
Hz. Since the typical RBW is 50 Hz and
the voltage gain of the amplifier is 200, the noise voltage is 0.6 µV , which corresponded to
the noise power PN of -117 dBm. Therefore, the lowest particle number for the momentum
spread measurement is around 2000. In practice, the minimum particle number depends on
the background condition and usually around 1000.
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Table 4.2: Measured noise voltage for each component.
Noise Source Noise Voltage
Amplifier (input referred) VA : 0.18 nV/
√
Hz
Helical type pickup VS : 0.16 nV/
√
Hz
50 Ω Terminator VR : 0.66 nV/
√
Hz




Figure 4.13: External view of the beam scraper (a) and head of the scraper (b). It is inserted
into the circulating beam in the horizontal direction.
4.3 Transverse Emittance Measurement
4.3.1 Beam Scraper
The beam radius is measured by a beam scraper. This method was used at ESR in Ref.[18]
to measure the beam radius of the highly charged heavy ions. The photo of the beam scraper
is shown in Figure 4.13. It is inserted into the circulating beam in the horizontal direction.
The scraper is controlled by a stepping motor with the minimum step of 0.8 µm.
The sequence of the beam size measurement is expressed schematically in Fig.4.14. At
first, the particle of 108 is injected and cooled in the ring. The typical beam diameter is
around 1 mm. Then the scraper is moved into the circulating beam and stopped at a certain
position for 0.1 second, and then removed back away. The scraper kills a part of the beam
and reduces the particle number. Because the intrabeam scattering is reduced under the
constant electron cooling, the beam size gets smaller.
The rms beam radius σb is determined from the distance Ls (see Fig.4.14) between the
stopped position of the scraper and that where the beam is completely lost. The relation
between σb and Ls is estimated from the beam simulation by the BETACOOL program [54].






S c r a p e rS c r a p e r
Figure 4.14: Schematic view of the sequence of the beam size measurement. The cooled
beam was reduced by the scraper (left) and the rms beam radius σb was determined from the
distance Ls (right).
This code has been developed by the electron cooling group of Joint Institute for Nuclear
Research (JINR). It can calculate the beam dynamics in a storage ring with many effects,
such as the cooling, the intrabeam scattering, the scattering with the residual gas and so
on. The input parameters of the simulation are the measured cooling force, the intrabeam
scattering based on the Martini model and the scattering with the residual gas. The measured
vacuum pressure and the gas components are used for the simulation. The simulation results
are shown in Fig.4.15. The calculated beam radius is proportional to the position of the
scraper. The distance Ls corresponds to 3.5×σbeam.
The measurement errors of the beam radius came from the drift of the beam center and
the reproducibility of the mechanical positioning of the scraper. The error of σbeam was
estimated to be ±7µm.
4.3.2 Comparison with Ionization Monitor
The ionization residual gas monitor can measure the horizontal beam profile. The electric
charge amplified by the MCP reaches to a certain point on the RAE and read out from the
both sides of the RAE. Because the RAE has a large resistance of 250 kΩ, the time constant
(RC) of the signal pulse depends on the initial position of the RAE. This characteristic is used
for the profile measurement. Figure 4.16 shows an example of the horizontal beam profile for
the cooled proton beam.
The drawback of this monitor is the resolution. Because the ionized gas has an initial
thermal energy, it moves in the horizontal direction during the drift time. This horizontal





















Figure 4.15: Calculated rms beam radius σb as a function of the stopped position of the






















Figure 4.16: Beam profile measured by the ionization residual gas monitor. The particle
number was 107.



























Figure 4.17: Comparison of the measured horizontal beam radius (1σ) between the two
methods. The electron current of the cooler was 25 mA. The data by the scraper is shown
by the mark • and the data by the ionization monitor is shown by the mark ×.






where mi is the mass of the residual gas ion, Ld is the drift length between the ionization
point and the MCP and E is the electric field. Because this resolution was normally 0.3
mm and it was impossible to measure the beam radius less than 0.1 mm by this monitor.
However, the ionization monitor was very useful to verify the scraper method. Especially,
the calculated ratio of 3.5 between σb and Ls had to be checked experimentally.
The beam profiles of the cooled protons were measured by two methods with the large
particle numbers. Figure 4.17 shows the results. The difference of the β-function at the two
monitors was only 4 % and the effect on the beam size was smaller than the measurement
error. Both methods gave the consistent results. This result shows that the scraper method
is valid for the beam size measurement.
Chapter 5
Experiments of Proton Ordering
At the beginning, a longitudinal and a transverse beam temperature are defined using
the momentum spread δp/p and the transverse emittance , following Ref.[18].
From Eq.(1.1), the longitudinal temperature T‖ is defined,










































where βx,y is the horizontal and vertical β-functions, respectively. The horizontal and vertical
emittances are assumed to be equal, because the cooling force is symmetric in the horizontal
and the vertical directions. Note that the transverse temperature in Eq.(5.4) varies in the
ring due to the periodic focusing structure, while the transverse emittance is constant in the
ring. The ring-averaged temperature is defined in the following. In a circular accelerator, the
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where Rring is the average radius of the ring, and νx,y are the horizontal and vertical betatron









The procedure of the ordering experiments is following.
1. The proton beam is injected into S-LSR and cooled.
2. The particle number is reduced by the horizontal scraper.
3. The number of the survived particles is measured by the residual gas ionization monitor
and the bunch signal monitor.
4. The momentum spread is measured from the Schottky noise spectrum.
In the step (1), the typical number of the injection protons is 108 with the stored current
of 30 µA. After the electron cooling of around 20 seconds, the beam size and the momentum
spread become 1 mm and 2× 10−4, respectively.
In the step (2), the horizontal scraper is inserted into the circulating beam. The number
of the particle is reduced from 108 to a certain number. Figure 5.1 shows the relation between
the position of the scraper and the number of the survived particles. The horizontal axis is the
stopped position of the beam scraper. When the scraper is inserted to 105.5 mm, the whole
beam was lost completely. By this scraper method, the particle number is well controlled
from 107 to 1000.
In the step (3) and (4), the particle number and the momentum spread are measured.
It takes about 10 minutes for the event accumulation at the ionization residual gas monitor
and for the averaging of the spectrum analyzer. This measurement time is short enough
compared with the beam lifetime of 17000 seconds.
The operating parameters of the storage ring and the electron cooler are shown in Table 5.1
in the ordering experiment. The beam energy of the proton is 7 MeV, which is the same as
the injection energy from the linac. The betatron tunes are 1.645 and 1.206 in the horizontal
and vertical directions, respectively. It is the standard operating point for electron cooling
experiments. The twiss parameters of one period in the ring are shown in Fig.5.2. It is
calculated by MAD8. The vertical β-function and the horizontal dispersion is almost constant
in the ring and the averaged values are 3.1 m and 1.7 m, respectively. The horizontal β-
function varies from 1.6 m at the drift space to 3.9 m at the bending magnet.
The electron cooler is located at the center of the drift space. The lattice has mirror
symmetry at the center of the drift space and the beam size is almost constant in the effective
area (440 mm) of the electron cooler. The electron currents of the cooler are 25 mA, 50 mA
























Figure 5.1: Number of the survived particles after the horizontal scraper is inserted. The
horizontal axis is the position of the scraper.
and 100 mA in the experiment. We have never measure with the higher electron current,
because the beam heating was observed at the cooling force measurement (see Fig.3.13(b)).
Most of the data have been taken with the electron current of 25 mA. The higher electron
current leads to the larger cooling force from Eq.(3.24) but the electron temperature also
becomes higher from Eq.(3.16). The effect of the electron current on the ion temperature is
discussed later.
5.2 Longitudinal Dynamics of Beam Ordering
5.2.1 Anomalous Behavior of Momentum Spread
The first systematic measurement of the momentum spread for cooled protons was carried
out at S-LSR in February, 2006. Figure 5.3 shows the momentum spread as a function of
the particle number [56]. The electron current was 50 mA. The momentum spread decreased
according to the reduction of the particle number down to 20000. It is well known that the




= ANαp , (5.9)
where A is the constant. The fitted α was 0.38 above the 20000 particles. On the other hand,
the momentum spread became constant at 5 × 10−6 below 20000 particles. This result was
similar to that of NAP-M [16] but the saturated momentum spread and the coefficient α at
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Table 5.1: Operating parameters of the storage ring and the electron cooler.
Beam
Ion Species Proton, 7 MeV
Revolution Frequency 1.61 MHz
Life Time (with Cooling) 1.7×104 sec
Ring
Betatron Tune (1.645, 1.206)
Maximum β-function (3.9 m, 3.2 m)
Maximum Horizontal Dispersion 1.8 m
Momentum Compaction 0.502
Vacuum Pressure 1× 10−8Pa
Electron Beam
Energy 3.8 keV
Beam Current 25 mA, 50 mA, 100mA
Beam Diameter 50 mm




Figure 5.2: Twiss parameters in one period at the ordering experiment. The betatron tune
is (1.645, 1.206).






















Figure 5.3: Measured momentum spread of protons as a function of the particle number. The
electron current was 50 mA. It was performed in February, 2006.
NAP-M were 1 × 10−6 and around 1, respectively. The jump of the momentum spread like
ESR experiment was not observed.
After the experiments, the following improvements were performed in the ring and the
electron cooler.
1. Fine optimization of the ion and the electron beam alignment,
2. Improvements of the cathode power supply for the electron cooler,
3. Improvements of the power supply for the dipole magnets,
4. Reduction of the background noise of the Schottky monitor.
Concerning the item (1), we developed the optimization scheme of the beam-beam align-
ment using the induction accelerator, which was described in the Section 3.3. Figure 5.4
shows the momentum spread as a function of the particle number with different alignment
conditions. The data of “0 mrad” is an exact alignment determined by the induction accel-
erator method. In the data of “0.5 mrad”, the artificial misalignment of 0.5 mrad is created
in the horizontal and vertical directions. The electron beam orbit is steered by Helmholtz
coils in the cooling solenoid. The electron misalignment induces the beam heating and the
momentum spread is saturated [64].
The item (2) was also already described at the Section 3.3. We succeeded to reduce the
ripple less than 1×10−5. The ripple was also a cause of the saturation of the momentum


















Figure 5.4: Momentum spread as a function of the particle number with (0.5 mrad) and
without (0 mrad) misalignment. The misalignment angle was 0.5 mrad in the horizontal and
vertical directions.
spread. The reduction of the cathode voltage drift described at the Section 3.3 is also impor-
tant, because it takes some minutes for the averaging of the Schottky noise spectrum. If the
electron energy drifts during the averaging, the momentum spread appears larger than the
true value. The drift is 2×10−5/hour after the improvement of the control system, which cor-
responds to the momentum spread of 1×10−5/hour. This is almost tolerable for the averaging
for some minutes.
The power supply for the bending magnet was adjusted to minimize the ripple. The
ripple level was decreased from 5×10−5 to 5×10−6. The drift of the output current is less
than 1×10−6/hour. In the same reasons of the electron cathode power supply, the ripple and
the drift of the bending magnet power supply increased the momentum spread of protons.
However, the bending magnets at S-LSR are made of a block iron and the magnetic response
is rather slow. Therefore, it is considered that the effect of the power supply ripple was small
at the experiment in February, 2006.
Concerning the item (4), the most effective improvement is the amplifier termination,
which is described in the Section 4.2.3. The background level of the Schottky noise spec-
trum was improved by 4 dB by replacing the terminator. It enables the observation of the
momentum spread even with the particle number of 1000.
After these improvements, we succeeded to observe the first indication of the jump of the
momentum spread for protons in July, 2006 and reported in Ref.[37]. The final results were
reported in Ref.[25] after the additional measurements. Figure 5.5 shows a momentum spread
of the proton beam as a function of the particle numbers Np in the ring. The electron current




















Figure 5.5: Momentum spread as a function of the particle numbers in the ring with electron
current of 25 mA. The momentum spread drops at a particle number of 2000.
was 25 mA. The particle number and the momentum spread were measured by the ionization
monitor and the Schottky noise spectrum, respectively, which were described in the previous
Chapter. The momentum spread is defined as 1σ of the fitted Gaussian function to the
momentum distribution. The momentum spread decreased monotonically above a particle
number of 4000 without saturation. The coefficient α in Eq.(5.9) was 0.29. Compared with
Fig.5.3, the value of α changed and the saturation of the momentum spread disappeared. At
the particle number of 2000, the momentum spread dropped abruptly at 3.5×10−6. From
Eq.(5.2), the corresponding longitudinal transition temperature was 0.17 meV. This is the
first observation of the jump of the momentum spread for protons. It is considered that
the abrupt drop is evidence of ordering of the protons. In contrast, the momentum spread
of protons became constant below certain particle numbers at NAP-M [16] and COSY [23],
instead of the abrupt drop.
Figure 5.6 shows the Schottky noise spectra above and below the transition of the momen-
tum spread. The particle numbers are 3600 and 2000, respectively. The resolution and video
bandwidth of the spectrum analyzer are 50 Hz. The background spectrum without beams
is subtracted from the measured spectra and smoothing processing is applied on them. It
is clear that the width of the peak changes by factor of 4 above and below the transition.
The Schottky power, which is defined by the area of the spectrum, is also greatly reduced.
It will be discussed in the next section. However, there are still small noise peaks with the
amplitude of ±0.1 in Fig.5.6(b), because the signal level with 2000 particles is close to the






















































































Figure 5.6: Schottky noise spectra with particle numbers of 3600 (a) and 2000 (b), respec-
tively. The resolution and video bandwidth of the spectrum analyzer are 50 Hz.
background noise level. The width of the noise peak is almost same as the resolution band
width. Such noise peaks are the source of the measurement errors.
Figure 5.7 shows the momentum spread with three different electron currents of the cooler:
25 mA, 50 mA and 100 mA. The transitions are observed with all electron currents. Above
the transition, the momentum spread with an electron current of 100 mA is smaller than
those of the lower electron currents, because the cooling force is proportional to the electron
current. On the other hand, below the transition, the momentum spread is estimated to
be 1.4×10−6 with electron currents of 25 mA and 50 mA. The momentum spread with
the electron current of 100 mA is 1.7×10−6. From Eq.(5.2), the longitudinal transition
temperature with an electron currents of 25 mA is 26 µeV. The plasma parameter of protons
is 2×10−3 with the average inter-particle distance of 1 cm from Eq.(1.6). Note that a careful
treatment is necessary for an application of Eq. (4.20) below the ordering transition, because
the ion motion is different below the transition. The above momentum spread is simply
calculated from Eq. (4.20).
5.2.2 Anomalous Behavior of Schottky Noise Power
The areas of the Schottky noise of the two spectra in Fig.5.6 are quite different. It suggests
a big drop of the Schottky noise power above and below the transition. The frequency spread
of the Schottky noise is created by the momentum spread of the beam and the resolution
band width of the spectrum analyzer. Therefore, the Schottky noise power Pn of the n-th






















Figure 5.7: Momentum spread (1σ) as a function of the particle numbers with three different
electron currents, 25 mA, 50 mA and 100 mA. The transitions are observed with all electron
currents.





where FSchottky(f) is the Schottky noise spectrum, fn is the frequency of the n-th harmonic
and δf is the appropriate range of the frequency spread. Figure 5.8 shows the Schottky
noise power as a function of the particle number with an electron current of 25 mA. It
is proportional to N 0.99 above a particle number of 6000. This result is consistent with
the relation of Eq. (4.19). At the transition point, it drops by one order of magnitude.
Similar phenomena have been observed for highly charged heavy ions at CRYRING [19].
This phenomenon is one feature of the beam ordering. Because the particle motion is not
random and has a sort of order below the transition, the relation of Eq. (4.19) is no longer
valid.
5.3 Transverse Dynamics of Beam Ordering
5.3.1 Transverse Beam Temperature at Phase Transition
The transverse beam temperature can be estimated from the beam size. Figure 5.9 shows
the measured horizontal beam size as a function of the particle numbers. The beam size
was measured by the ionization residual gas monitor and the beam scraper. The electron


























Figure 5.8: Schottky noise power as a function of a particle numbers with electron current of
25 mA. The Schottky noise power is defined as the integrated area of the spectrum. It drops
at a similar transition point as the momentum spread.
current of the cooler was 25 mA. The horizontal beam radius is defined as 1σ of the fitted
Gaussian function to the horizontal beam profile. The beam radius is proportional to N 0.28,
and monotonically decreased even below a particle number of 104. The beam radius is 17 µm
at a particle number of 4000, where the momentum spread starts to drop. It is impossible
to determine whether there is an abrupt jump of the beam size, because of the insufficient
resolution of the scraper measurement.
The horizontal emittance is 1.7×10−4pi.mm.mrad at the transition of the momentum
spread from Eq.(4.1), because the β-function at the scraper was 1.7 m. If it is assumed that
the horizontal and vertical emittances were equal, the transverse temperature is 1 meV from
Eq.(5.8). The transverse temperature is 6 times higher than the longitudinal one. The reason
of this thermal imbalance state in the longitudinal and transverse direction is unknown. It
might come from the characteristics of the cooling force or the field error of the solenoid coil.
The transverse electron temperature is 34 meV from Section 3.3.3. The transverse proton
temperature of 1 meV is more than thirty times smaller than that of the electron. It is
unusual in the standard thermodynamics. The effect of the solenoid field on electrons was
pointed out by Skrinskii and Derbenev [53]. The electrons rotate around the magnetic field
line with a Larmor radius. The ions interacted with a small Larmor ring of an electron, not



































Figure 5.9: Horizontal beam radius (1σ) as a function of the particle numbers with electron
current of 25 mA. They were measured by the scraper (mark •) and the ionization residual
gas monitor (mark ×).
where Bs is 500 Gauss, v⊥ is 1.1×105 m/sec at S-LSR. The Larmor radius is 12 µm, which
is smaller than the average inter-particle distance of electrons, n
−1/3
e =76 µm at an electron
current of 25 mA. The transverse motion of the electrons looks frozen from the ions. In this
condition, the ion temperature is determined only by the longitudinal electron temperature.
The magnetized electron effect was predicted theoretically [53] but it was only partially
observed in the ordering experiment of C6+ at ESR [22], because the transverse temperature
was usually determined by an intrabeam scattering, not an electron temperature. This fact
is the key for the ordering of the proton beam, which is discussed in the next Chapter.
Chapter 6
Discussion of Ordering Condition
I discuss three questions about the proton ordering in this Chapter. One is a mechanism of
ordering transitions for protons and highly charged heavy ions; whether they are the same or
not ? The experiment of NAP-M in 1984 might suggest a singularity of protons. The second
is a physics of the ordering and the crystalline beam; what are common points and differences
? Although the cooling methods and the final beam structure are different between them,
the phase transition is a common keyword. The third is the lowest temperature of protons
below the transition; what limits the minimum temperature ?
6.1 Ordering of Proton and Heavy Ions
The one-dimensional ordering of the highly charged heavy ions was interpreted by R.W.
Hasse [21]. The illustration of his model is shown in Fig.6.1. His model is already described
in Section 1.2 but is expressed in detail here. In the particle rest frame, the cooled ions
with very low density move slowly in the longitudinal direction. At the same time, the ions
oscillate quickly in the transverse direction with a betatron frequency. When the ions is cooled
enough, the kinetic motion of the ions cannot overcome the Coulomb potential between them
and the ions do not pass through each other in the longitudinal direction. Even if the particle
has a finite beam size, the particles collide with the minimum impact parameter, because the
typical collision rate is kHz, while the typical betatron oscillation frequency is MHz. On
the other hand, when the ions are far from each other, they move freely in the longitudinal
direction without Coulomb interaction, because the average inter-particle distance is very
large (typically 100 mm). Although the ion position is not fixed in the particle rest frame,
the time-averaged position is fixed. In this condition, the particle collisions work for the
longitudinal confinement of the ions and do not induce the beam diffusion. The structure
of the beam is changed from the gaseous state to this string-like ordered state through the
phase transition.
This interpretation has been considered for the highly charged heavy ions, which have a
strong Coulomb interaction. It is a question whether the same physical picture is valid for
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a//c ~ 0.4 mm
Beam axis
L ~ 100 mm
238U92+ at ESR
Figure 6.1: Illustration of the model of the one-dimensional ordered beam for 238U92+ at
ESR. The ions moves freely in the longitudinal direction with transverse betatron motion
but reflected when they are close each other.
the single charged ions, especially protons, because the Coulomb interaction is much weaker
than that of heavy ions. At first, let us consider the critical inter-particle distance a‖c, where







At ESR, the minimum longitudinal temperature of 238U92+ is 30 meV and the critical distance
is 400 µm, while the average inter-particle distance is 100 mm. The plasma parameter is
4×10−3. At S-LSR, the minimum longitudinal temperature of p+ is 26 µeV and the critical
distance is 55 µm, while the average inter-particle distance is 10 mm. The plasma parameter
is 6×10−3. In both cases, the critical distances are much shorter than the average inter-
particle distances. It suggests that the protons move freely in the longitudinal direction most
of the time even below the transition.
For the discussion of the transition condition, the effect of the betatron oscillation must
be considered. In the electron cooling, the transverse temperature is usually higher than the
longitudinal one and the transverse motion has an important role for the ion ordering. I.
Meshkov calculated the ordering condition, which is called “Γ2 parameter” [65, 66]. R.W.
Hasse and H. Okamoto independently calculated the reflection probability between ions by
Monte Carlo simulations [21, 67]. I will compare the transition conditions of protons and
heavy ions using these criteria.
6.1.1 Γ2 Parameter
The Γ2 parameter was introduced in Ref.[65]. This is a simple model but a good indicator
of the ordering for the heavy ions. I describe it briefly according to his derivation, because
it is useful to understand the physical picture of the ordering. In the model of ordering, it is





Figure 6.2: Illustration of the Rutherford scattering between two particles. The transverse
motion is the betatron oscillation.
enough to consider only two particles, because the inter-particle distance is very large. Let
us consider the collision of two particles in Fig.6.2. From the Rutherford scattering formula,






























where τβ is the period of the betatron oscillation, v⊥ and v‖ are the transverse and longitudinal
velocity in the particle rest frame, respectively. The first condition is clear from Fig.6.2.
The scattering angle must be large so that the longitudinal velocity changes its sign. From
Eqs.(6.3, 6.4), the minimum impact parameter ρmin is determined. The second condition
means that if the ion traveling time along the distance of ρmin is longer than the quarter of
the betatron oscillation period at least, the collision with the minimum impact parameter is





In the recent study, it is reported that the threshold constant becomes 1 not pi [68]. In any
cases, the parameter Γ2 is a good indicator of the ion ordering.
Table 6.1 gives the longitudinal and transverse transition temperatures and the calculated
Γ2 parameters for the experimental data. The temperature of the proton was obtained at
S-LSR, and the other three kinds of ions were measured at ESR [22]. The Γ2 parameters at
the transitions are smaller than pi for any ion species. They are close to around 1.
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Table 6.1: Longitudinal and transverse transition temperatures and the Γ2 parameters for
the proton at S-LSR and the other three kinds of ions at ESR, which were extracted from
Table 1 in Ref.[22]. It is assumed that the transverse temperature is twice of the horizontal
one.
T‖ T⊥ Γ2
p+ 0.17 meV 1 meV 0.5
12C6+ 4.0 meV 11 meV 1.8
70Zn30+ 78 meV 0.64 eV 0.70
238U92+ 470 meV 3.4 eV 0.88
The transition temperatures are different in three order of magnitude between 238U92+
and p+ because of the difference of the Coulomb interaction. However, the variation of Γ2
parameter is within factor 4 from 238U92+ to p+. The difference becomes within twice, except
for 12C6+. This result suggests that the ordering of the highly charged heavy ions and a single
charge proton are the same phenomena.
6.1.2 Reflection Probability
The reflection probability was calculated by numerical simulations in Ref.[21, 67]. Let us
consider the two particles again in Fig.6.2. If the longitudinal and transverse temperatures
are determined, the reflection of the particle depends on the initial betatron phase of each
particle. It can be calculated by a Monte Carlo method with various phases. The result is
called as “the reflection probability”. For example, the probability of 100 % means that the
reflection occurs with any initial betatron phase.
The scaling (normalization) is important in order to compare the different ion species
with different kinetic energy. The scaling based on the general Hamiltonian formalism was






















(x1 − x2)2 + (y1 − y2)2 + (z1 − z2)2
(6.7)
where ν is the betatron tune, R is the average radius of the ring, ri is the classical ion
radius of Z2e2/4pi0mic
2. The first term is the energy of the kinetic motion, the second
term describes the betatron oscillation in the transverse directions and the third term is
the Coulomb interaction between two particles. He shows that if appropriate scaling and
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x̂2 + ŷ2 + ẑ2
. (6.8)
It does not include any information of the ions, such as the kinetic energy and ion species.




















Figure 6.3 shows the calculated reflection probability from 100 % to 60 % [67] as a
function of the normalized temperatures defined in Eqs.(6.9, 6.10). Figure 6.3 also shows the
normalized transition temperature of the proton at S-LSR and those of other ions at ESR
[22, 69]. It shows a tendency that the light ions undergo transitions at a lower reflection
probability than heavy ions, except for C6+. The reflection probability of the proton at the
transition is close to those of the heavy ions. This result also supports the similarity of the
ordering between the heavy ions and the proton. The model of the two particle reflection
agrees with the experimental results from the highly charged heavy ions to a single charge
proton.
At last, I would like to comment the importance of the magnetized electron cooling. If
the minimum transverse temperature of the proton is determined by the transverse electron
temperature, the transverse proton temperature becomes 34 meV, which corresponds to T̂⊥
of 230. The reflection probability would be close to zero in this case (see Fig.6.3) and the
ordering of the proton would never happen. The low transverse temperature of 1 meV by
the magnetized electron cooling plays an essential role for the ordering of the proton. In
other word, the ordering of the proton is evidence of the magnetized electron cooling. On
the other hand, the transition temperatures of the highly charged heavy ions are higher than
the transverse temperature of the free electrons (see Table 6.1). Therefore, the importance
of the magnetized electron has not been recognized.
6.2 Molecular Dynamics Beam Simulation
6.2.1 Molecular Dynamics Method
One-dimensional ordering has been explained by the two particle collisions. However,
the relation between the one-dimensional ordering and the crystalline beam is not clear in
this analysis. The formation process of the crystalline beam has been explained from the
nature of the intrabeam scattering. The schematic behavior of the heating rate is shown in
Fig.6.4. Normally, when the beam is cooled, the beam density increases and the heating rate
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Figure 6.3: Contour plot of the reflection probability in Ref.[67]. The mark of the proton (•
p+) is the present data at S-LSR. Some data points of ions (mark ◦) were extracted from
Table 1 in Ref.[69] and three data points (mark ) from Table 1 in Ref.[22].
by the intrabeam scattering also increases. However, from the study of the crystalline beam,
it is found that there is a local maximum of the heating rate. When the Coulomb potential
exceeds the kinetic energy of the particles in the rest frame below a certain temperature, the
scattering between the particles is suppressed and the heating rate decreases. This behavior
was calculated by J. Wei and H. Okamoto in Ref.[35]. They used a molecular dynamics
(MD) simulation code with the lattice of TARN II and the ions of 1 MeV Mg+. The heating
rate has a local maximum at the beam temperature of around 0.3 K. If the cooling rate is
higher than the maximum heating rate, the ion beam temperature is not determined by the
IBS heating rate and the final temperature is determined by other reasons. This final lowest
temperature state is considered to be an crystalline beam.
However, most of the MD simulations has been performed for the high density beam
(Γ > 1), for example in Ref.[35, 70, 71], because the Coulomb crystal cannot be formed
without the strong Coulomb interaction. It is not clear whether such a physical picture is
valid for the ultra low density beam, like a one-dimensional ordering. The applications of the
MD simulation on the one-dimensional ordering have been performed by some groups, for
example in Ref.[72, 73]. At S-LSR, a simulation work has been carried out by A. Smirnov
[74]. I described here the comparison of the MD simulation and the experimental results.
For the simulation of the one-dimensional ordering or the crystalline beam, an exact
Coulomb interaction must be calculated, because such phenomena are based on the Coulomb













































Figure 6.4: Schematic behavior of the heating rate of the intrabeam scattering. The heating
rate has a maximum at a certain temperature. When the cooling rate is lower than the
maximum heating rate, there is an equilibrium state (a). If the cooling rate is higher than
the maximum heating rate, there is no equilibrium state and the beam is cooled down without
limitation (b). It is quantitatively calculated by J. Wei and H. Okamoto in Ref.[35].
Cell
Figure 6.5: Schematic model of the MD method. It is assumed that the particle distribution
is periodic and the same in all cells.
interaction between each particle. A macro particle tracking cannot be used, because one
model particle represents an ensemble of the real particles. The molecular dynamics (MD)
methods is used to treat the interaction accurately. The model of the MD method is shown in
Fig.6.5. The ring is divided into the multiple cells. It is assumed that the particle distribution
is periodic and the same in all cells. Due to this assumption, we can concentrate the beam
dynamics simulation only in one cell and calculate it with the reasonable computing resources.
For the ordering simulation at S-LSR, the particle number in the cell is 6, 8 and 10, which
is limited by the tolerable calculation time. The cell length is varied from 10 mm to 100 mm,
because the interesting particle number in the ring is from 1000 to 10000. The program code
of BETACOOL is used for the simulation, which has a MD simulation mode [54]. The effect
of the electron cooling is treated as a constant cooling rate. The momentum spread of each
circulating particle is reduced with the constant rate. From Fig.3.14, the cooling coefficient
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is 2.1×10−5 eVsec/m2 with the electron current of 25 mA. From Eq.(3.23), the cooling rate
is 40 sec−1 with ηc of 0.020 at S-LSR.
The other heating sources in the ring, such as a field error of the magnets, a power
supply ripple and a scattering with the residual gas are not included in the simulation. The
particle motion in the simulation is determined only by the cooling rate, the external magnetic
focusing and the Coulomb interaction between particles.
6.2.2 Results of Beam Simulation
In the simulation, the initial emittance is 1×10−3pi.mm.mrad and the initial momentum
spread is 1×10−5, which are the measured beam parameters at the particle number of 30000.
Due to the limitation of the calculation time, it is difficult to use the larger initial parameters.
The time evolutions of the momentum spread are shown in Fig.6.6 with the particle number
of 2000, 4000 and 6000. The simulation particle number in the cell is 6. With the particle
number of 6000, the momentum spread reaches the equilibrium one in a short period and
constant during the simulation. With the particle number of 2000, the result is different. The
momentum spread decreases monotonically and there is no limit of the lowest momentum
spread. The reduction rate of the momentum spread is almost the same as the input cooling
rate. The heating of the intrabeam scattering does not limit the momentum spread. With
the particle number of 4000, the result is similar to that of the particle number of 2000. The
momentum spread stays at a certain value for a short while and then, starts to decrease with
the constant cooling rate.
Figure 6.7 shows the trajectory of the cooling process on the space of the horizontal
emittance and the momentum spread. The particle numbers are 2000 and 6000, respectively.
In both cases, the beams are cooled down along the similar trajectory but the beam with the
particle number of 6000 stops at the point with the momentum spread of around 6×10−6 and
the horizontal emittance of around 10−4pi.mm.mrad. They are almost consistent with the
measured beam parameters at the particle number of 6000, which are the momentum spread
of 6×10−6 and the horizontal emittance of 2×10−4pi.mm.mrad.
Figure 6.8 shows the final momentum spread obtained by the MD simulation with various
particle numbers. The measured momentum spread is also shown in the same figure. The
momentum spread drops at the particle number of 4000 in the simulation, while it drops
between the particle number of 4000 and 2000 in the measurement. The simulation is globally
consistent with the measurement.
These simulation results suggest that the cooling rate is close to the maximum IBS heating
rate with the particle number of 4000. At the particle number of 2000, the cooling rate
exceeds the maximum heating rate. Concerning the transition, the mechanism in the one-
dimensional ordering is the same as that of the crystalline beam. This result also explains
why the ordering happens at very small particle number. Because of the small cooling rate of
the electron cooling, it can exceed the IBS heating only with the very small particle number.






















Figure 6.6: Time evolutions of the momentum spread at the particle number of 2000, 4000
and 6000. It was calculated by the MD method of the BETACOOL program.
It is different from the crystalline beam simulation by laser cooling. The laser cooling has
a large cooling rate and can overcome the intrabeam scattering even with the large particle
number.
6.3 Limit of Beam Temperature
In the previous section, the difference of the transition particle number between the one-
dimensional ordering and the crystalline beam is discussed. The other difference is the final
temperature. The beam temperature of the crystalline beam in the simulation is less than
0.1 µeV (1 mK), while the lowest temperature below the transition is 26 µeV at S-LSR.
Below the transition, the heating of the intrabeam scattering does not determine the
beam temperature. Although the ripple of the power supply for the electron cathode and
the bending magnet might affect on the beam temperature, the most probable cause is the










It is 20 µeV with the electron current of 25 mA. The measured lowest temperature of the
proton is close to this value. The electron itself becomes a heating source below the transition.
The cooling of the proton beam stops by the heating of the electron. Due to this thermal
energy, the proton moves in the longitudinal direction below the transition. Figure 6.9 shows
the particle distribution in x-s plane in the MD simulation. The momentum spread and































Figure 6.7: Beam trajectory on the phase space of the horizontal emittance and the momen-




















Figure 6.8: Final momentum spread obtained by the MD simulation (mark •) and the mea-
sured momentum spread in the experiment (mark ◦).














-3.5 mm 3.5 mm
Figure 6.9: Particle distribution in x-s plane in the MD simulation. The momentum spreads
are 1×10−6 (a) and 1×10−7 (b). The horizontal emittances are 2×10−5 pi.mm.mrad (a) and
2×10−6 pi.mm.mrad.
the emittance are 1×10−6 and 2×10−5 pi.mm.mrad in Fig.6.9(a). There is no longitudinal
crossing of the pariticles but the longitudinal position is random. When the proton beam
is cooled down to δp/p=1×10−7 (0.1 µeV) in Fig.6.9(b), the longitudinal ion motion almost
freezes in the particle rest frame and the plasma parameter is around 1 from Eq.(1.6). It
would be a real “string”.
Chapter 7
Summary
We have constructed the compact ion storage ring, S-LSR at Institute for Chemical Re-
search, Kyoto University. It is a dedicated ring for the ion beam cooling using the electron
cooling and the laser cooling. One of the main subjects of S-LSR is the study of the phase
transition of the cooled ion beam. In order to realize the extreme cold ion beam, the stor-
age ring has the same importance as the cooling devices. The keyword is the symmetry of
the lattice in the ring to suppress the beam heating. Some results of the construction are
reported in this thesis, such as the lattice design, the magnetic field error, the alignment of
the magnets and the variation of the beam parameters in the ring.
We have performed the one-dimensional ordering experiment for the proton beam at
S-LSR since February, 2006. The one-dimensional ion orderings have been observed for the
highly charged heavy ions at ESR, SIS and CRYRING. We have succeeded for the first time to
observe the abrupt drop of the momentum spread of the proton, when the particle number was
decreased to 2000. It is considered to be the phase transition of the one-dimensional proton
ordering. Although the phase transition of the transverse temperature is not confirmed due
to the limitation of the measurement device, we have demonstrated the very low transverse
proton temperature, which is more than 30 times lower than the transverse electron one. It
was expected from the magnetized electron cooling theory years ago and this is the first clear
experimental verification. It is also important for the study of the electron cooling. The
proton ordering has been achieved due to this low transverse temperature.
From the analysis of the particle reflection model, it is found that the transition temper-
ature of the proton coincides with those of the highly charged heavy ions at ESR using the
appropriate scaling. It shows that the one-dimensional ordering is the common phenomena
of the electron cooled ion beam from the heavy ions to the proton. The experimental result
of the proton at NAP-M is considered to be a different phenomenon. The interpretation
remains to be solved and we have continued the experimental and the simulation work [64].
The molecular dynamics simulation gives the consistent result with the measurement. It
also gives the various information. The abrupt drop of the momentum spread is induced by
the fact that the electron cooling rate exceeds the maximum IBS heating rate. The reason
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why the one-dimensional ordering occurs only at the very low particle number, is explained
by the low electron cooling rate. Below the transition temperature, there is a thermal motion
in the particle rest frame but the longitudinal crossing is not observed in the simulation,
which is expected from the particle reflection model. If the ion temperature decreases down
to 0.1 µeV without the electron heating, the ion motion would freeze and the string crystal
might be realized.
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Appendix A
Crystalline Beam
A crystal of one component plasma was studied by E. Wigner [75]. He predicted that the
cold electron plasma with low density formed a crystal structure by the Coulomb interaction.
Now the crystalline structures of electrons and ions are called “Wigner Crystal”. A Wigner
crystal of electrons has been observed experimentally above a surface of liquid helium and
on a semiconductor. A crystal of ions has been achieved in a trap by a laser cooling [31, 32].
In the ion trap, the ion plasma is confined by the external field and cooled by a laser. When
the kinetic energy of ions becomes smaller than the Coulomb potential, ions start to align
and form the crystalline structure.
After the successful achievements of the ion crystal in the trap, the possibility of the
crystalline beam by the cooling technique was discussed seriously. In the theoretical work,
Schiffer and Kienle showed the possibility of Coulomb crystal beam [76] and it was confirmed
using molecular dynamics (MD) simulations [77, 78]. In the early study of the crystalline
beam, the stability of the crystalline state was mainly discussed. In practice, the beam
is cooled from the high temperature state to the cold crystalline state. J. Wei found the
necessary conditions of the ring to attain the crystalline beam [33, 35, 79]. It is so called
“maintenance conditions”, which is discussed in the Section 2.1.1.
In the experimental work, a laser cooling for heavy ion beams were first realized in 1990s
at TSR and ASTRID [80, 81]. Be+ and Li+ were cooled by the laser at TSR and Li+ and
Mg+ at ASTRID. They have achieved the very low longitudinal temperature. However, the
crystalline beam has not been realized. At S-LSR, the experiment for the crystalline beam
using Mg+ is ongoing using a laser cooling system [82].
The crystalline beam is the ultimate goal of the low temperature state of the ion beam.
It has some special features [36],
• Zero beam temperature and zero-emittance,
• Large plasma parameter (Γ  1),
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(a) (b) (c)
Figure A.1: Results of the molecular dynamics simulation for the crystalline beam. The
particle is 35 keV, Mg+ at S-LSR. The structure is call (a):“String”, (b):“Zigzag” and (c):“1-
Shell” with the particle density of 5.6×104 ions/m, 8.0×104 ions/m and 1.1×105 ions/m,
respectively.
• Particle trajectory xn(s) is proportional to the function D(s),
xn(s) = cnD(s), (n = 1, 2, 3, ... Np), (A.1)
where Np is the number of the particle and cn is the constant for each particle.
Figure A.1 shows examples of the calculated crystalline beam [83]. They are results of
the molecular dynamics simulations. The particle is 35 keV, Mg+. The ring is S-LSR with
dispersion free mode [30], which cancels the shear force in the dipole magnets. The stable
structure of the crystalline beam depends on the particle density. Figure A.1 shows the
three kinds of structure, “String”, “Zigzag” and “1-Shell (spiral)” with the particle density




B.1 Basics of Particle Motion in Circular Accelerator
At first, let us consider the ideal storage ring without a magnetic field error or a mis-
alignment. It is also assumed the particle motion is on the horizontal plane. The coordinate
system is defined in Fig.1.1. In a circular accelerator, a charged particle is focused periodically









K(s) = K(s + L), (B.2)
where L is the length of one period of the ring. K(s) is the periodic function and describes
the linear focusing of the particle. It usually consists of a radial focusing of bending magnets
(1/ρ2) and a focusing of a quadrupole magnet. The vertical motion is essentially identical
with the horizontal one or simpler. Here, only the horizontal motion is considered. When
K(s) is constant and δp = 0, Eq.(B.1) is an equation of the harmonic oscillator. The particle




around the reference orbit.
At first, let us consider δp = 0. Eq.(B.1) becomes,
d2x(s)
ds2
+ K(s)x(s) = 0. (B.3)
It is a homogeneous Hill equation and has a periodic solution. The general solution of Eq.(B.3)
is given by the linear combination of cosine like functions C(s) and sine like function S(s),




where C(s) and S(s) are two independent solutions of Eq.(B.3),
d2C(s)
ds2
+ K(s)C(s) = 0, (B.5)
d2S(s)
ds2
+ K(s)S(s) = 0. (B.6)
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This matrix is called “transfer matrix”. If the transfer matrix is known, the particle orbit
can be derived by the matrix calculation.
From Eq.(B.4), the general solution can be written by the quasi-harmonic form,
x(s) = a
√
β(s) cos (Ψ(s)−Ψ0) , (B.9)
where Ψ0 is the arbitrary initial phase.
√
β(s) is the amplitude function and β is called
“β-function”. β-function has the same periodicity as K(s),
β(s) = β(s + L). (B.10)











From Eqs.(B.9, B.11), the particle motion in the phase space (x, dx/ds) is on the ellipse. The
















The area of the ellipse is pia2 and it is an invariant of the motion. The a2 is called the
“emittance” () and these α, β and γ are called the “twiss parameters”.


















+ K(s)β2(s) = 0. (B.16)
The first relation shows that the advance of the betatron phase is proportional to the inverse
of the betatron amplitude. The second equation determines the β-function. Since the beam







Figure B.1: Coordinate system for particle motion.
envelope xm(s) is given by
√







+ K(s)xm(s) = 0. (B.17)
A betatron tune ν is an important number in a circular accelerator. It is a number of a













where C is the circumference.




cos µ + α sinµ β sinµ
−γ sinµ cos µ− α sinµ
)
, (B.20)
where µ is the phase advice of the ring. The trace of the transfer matrix is,
Trace(M0) = 2 cos µ, (B.21)
When Trace(M0) < 2, the orbit has a stable solution and the betatron tune ν can be
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Next, let us consider a particle with a small momentum deviation. The Hill equation,







= xβ(s) + xD(s), (B.23)




where D(s) is call the “dispersion function”. The first term is the betatron oscillation and
the second term is the effect of the momentum deviation. By substituting to Eq.(B.1), the







D(s) = D(s + L). (B.26)
The dispersion function is also a periodic solution of the equation. This equation is solved








cos (|Ψ(τ)−Ψ(s)| − piν) dτ. (B.27)
The particle with a momentum deviation has a different orbit from the reference orbit.
The circumference of this particle is


























This α is called the “momentum compaction factor”. The variation of the revolution fre-


















where γ is the Lorentz factor. The first term is the relativistic effect and the second term is




The corresponding energy is called “transition energy”. When the beam energy is equal to
the transition energy, the revolution frequency is independent on the momentum and the
phase stability of the synchrotron motion is lost.
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B.2 Influence of Field Error and Resonance
Let us consider the effect of a magnetic field error in this section. When there is a dipole















cos (|Ψ(τ)−Ψ(s)| − piν) dτ. (B.35)
If the field error is localized between s = s0 − L/2 and s = s0 + L/2 and the β-function and







cos (|Ψ(s0)−Ψ(s)| − piν) . (B.36)
This equation gives the closed orbit x(s) in the ring. The particles make the transverse
oscillation around this orbit. When the betatron tune ν is close to integer number, the
closed orbit becomes large and the particle motion becomes unstable. This is called “integer
resonance”.
ν = n (n = 1, 2, 3...) ; integer resonance. (B.37)




+ (K(s) + δK(s)) x = 0. (B.38)
The transfer matrix of the ring M is written by the ring matrix M0 without the quadrupole
field error,
M = mm−10 M0, (B.39)
where m is the matrix of the error section with the length of ds and the m0 is the matrix









−K(s)ds + δK(s)ds 1
)
. (B.40)
From the matrix formula of m and m0 and Eq.(B.20),
Trace(M) = 2 cos µ− βδK(s)ds sin µ (B.41)
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This relation can be used for the measurement of β-function using the artificial field gradient






β(τ)δK(τ) cos (|Ψ(τ)−Ψ(s)| − 2piν) dτ. (B.43)
When the twice of the betatron tune 2ν is close to integer number, the β-function (amplitude
of the betatron oscillation) increases and the particle motion becomes unstable. This is called
“half integer resonance” or “linear resonance”.
2ν = n (n = 1, 2, 3...) ; half integer resonance. (B.44)
At the last of this section, I describe about the superperiod. The circular accelerator
consists of the repetition of the unit structure of the magnets. One unit structure is called
“superperiod”. If the symmetry of the superperiod is perfect, the twiss parameter and the
transfer matrix become periodic functions of the length of the superperiod Ls,
M(s) = M(s + Ls), (B.45)
β(s) = β(s + Ls). (B.46)
The above resonance conditions in Eqs.(B.37, B.44) are changed to,
ν
Ns
= n (n = 1, 2, 3...) ; integer resonance, (B.47)
2ν
Ns
= n (n = 1, 2, 3...) ; half integer resonance, (B.48)
where Ns is the number of the superperiod. This resonance condition is called “structure
resonance”. It has stronger effect than other resonances. Since the practical operating tune
of S-LSR is between 0.5 and 2.5 with Ns = 6, the value of ν/Ns and 2ν/Ns is always less than
1. There is no structure resonance at S-LSR. It is important for the stable operation of the
storage ring, especially for the high density beam. The maintenance condition is also based
on the similar idea, although the coherent tune in the next section should be considered.
Appendix C
Transverse Beam Dynamics with
Space Charge
A single particle motion in an accelerator is described in the previous chapter. It is
modified by space charge effects due to the Coulomb field. There are many kinds of effects of
the space charge and the related phenomena, such as a tune shift, an envelope instability, a
coupling impedance, a two beam instability and an emittance growth. Some effects depend
on the total beam charge and others depend on the charge density. The second case is more
severe for the cooled beam, because the cooled beam has the high charge density but the beam
intensity is not so high in many cases. I discuss the tune shift and the envelope instability in
this chapter, which have important effects on the cooled beam.
C.1 Betatron Tune Shift
Let us consider the coasting and the uniform cylinder beam with the particle density of




















When the beam oscillates with the betatron frequency (νω0), The transverse particle motion








x(t) = 0, (C.5)
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where λ is the line density of the beam, R is the average radius of the ring,  is the beam
emittance and ri is the classical ion radius. It represents the tune shift of the individual
particle motion and is called “incoherent tune shift”.
The resonance conditions in Eq.(B.48) is modified under the space charge to,
ν − δν
Ns
= n (n = 1, 2, 3...) ; integer resonance, (C.9)
2(ν − δν)
Ns
= n (n = 1, 2, 3...) ; half integer resonance. (C.10)
It shows the possibility that the transverse motion becomes unstable with the space charge,
even if the original tune is far from the resonance condition. However, if the operating
betatron tune is lower than the lowest resonance condition, the above resonance condition is
not satisfied even with the high space charge. The design of S-LSR is based on this idea.
Note that this resonance conditions with the incoherent tune shift are not correct quan-
titatively, because the beam distribution is changed near the resonance condition. The self-
consistent treatment including the beam distribution is necessary for the exact calculation.
However, the above discussion is correct qualitatively.
C.2 Beam Envelope Oscillation
Eq.(B.17) gives a beam envelope in an accelerator. The beam envelope (rms beam size)































where rms is the rms emittance and λ is the line density of the beam. For the simplicity,
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This equation determines the beam envelope with the space charge. If the beam is not
matched to the lattice of the ring, the envelope radius becomes a periodically varying function
of distance s. This oscillation also resonates with the lattice structure under the similar con-
ditions. The number of the oscillation is called “coherent tune” νc. The resonance instability
of the beam envelope is called “envelope instability”.
With the space charge, the coherent tune also decreases. The coherent tune shift is
evaluated here. The envelope equation can be linearized for the small amplitude of the
oscillation δ(s) due to the mismatching,
r¯(s) = a(s) + δ(s), (C.16)














δ(s) = 0. (C.17)
In the limit of zero intensity (λ ∼ 0), we have νc = 2ν0. For a space charge dominated beam.
we obtain νc =
√
2ν0. It represents that the coherent tune of the envelope oscillation is varied
from 2ν0 to
√
2ν0 due to the space charge effect.
From Eq.(B.17), the following condition of the coherent tune is necessary for the stability








= 1 ; lowest half integer resonance. (C.18)
This is a part of “maintenance condition”. However, this condition guarantees only the
stability of the final state. The more strict condition is necessary to guarantee the beam








= 1 ; lowest half integer resonance. (C.19)
The more exact treatment has been carried out using the Vlasov-Poisson equation by the
numerical method [85]. The result is consistent with the discussion in this section.
Appendix D
Electron Cooling Force
Let us consider the collision between the electron and the ion in the particle rest frame
without magnetic field (see Fig.D.1). The ion is at the position (−∞, b) with a velocity of
~vi = vi ~u‖ and the electron is rest at (0, 0) at first. After the scattering, the ion is scattered



























For the small scattering angle, the longitudinal momentum transfer is negligible. Since













where b is called “impact parameter”. The energy loss of the ion δE(b) is equal to the energy








































Figure D.1: Geometry of the collision between the electron and the ion.
where ne is the electron density. The value of Lc = ln(bmax/bmin) is called “Coulomb loga-

















where Te is the electron temperature. The Coulomb logarithm has a logarithmically depen-
dence on vi and it can be considered to be constant.
From Eq.(D.7), the electron cooling force Fc(vi) is given by,







The cooling force is proportional to v−2i . It represents that the cooling force is strong for the
ion beam with the small velocity spread.
The cooling force in Eq.(D.11) ignores the electron temperature. In practice, the electron




























Figure D.2: Geometry of the ion particle in the electron beam.







|~vi − ~ve|3 f(ve)d
3ve. (D.14)










vi‖ ; |vi‖| << ∆e‖, (D.15)







vi⊥ ; |vi⊥| << ∆e⊥. (D.16)
It shows that the cooling force is linear for the ion beam with the small velocity spread.
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